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Comparison
Chart by Model       

TFT-LCD Monitor
SMT-171 / SMT-190

CRT Monitor
SMC-150F / SMC-152F
SMC-211F

Digital Video Security System Technology
MONITOR

Natural image, clear definition

Sold by:

http://www.TWAcomm.com
Toll Free: (877) 389-0000 
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MONITOR      

17” TFT LCD
0.264 x 0.264 (pixel)
1280 x 1024 @ 60Hz
700:1
300cd/m2

No
Yes
DC 12V
36W
13.2lb
ABS
15” x 15.4” x 7.8”

19” TFT LCD
0.294 x 0.294 (pixel)
1280 x 1024 @ 60Hz
450:1
400cd/m2

No
Yes
DC 12V
42W
15.4lb
ABS
17” x 16.9” x7.8”

Models

Spec

SMT-171 SMT-190

Picture tube
Pixel/Stripe Pitch
Resolution
Horizontal F Stability
Vertical F Stability
Audio Output
S-Video 
Voltage

Power Consumption
Weight
Case
Dimensions (WxHxD)

15”CRT
 0.60mm (stripe)
400lines
15.75KHz ± 500Hz
60Hz ± 4Hz
1.5W
No
AC90~260V
50/60Hz
50W
28.6lb
Metal
14.4” x 13.4” x 15.4”

15”CRT
 0.60mm (stripe)
400lines
15.75KHz ± 500Hz
60Hz ± 4Hz
1.5W
No
AC90~260V
50/60Hz
50W
28.6lb
Metal
14.4” x 13.4” x 15.4”

21”CRT
0.74mm (stripe)
500lines
15.75KHz ± 500Hz
60Hz ± 4Hz
1.5W
Yes
AC90~260V
50/60Hz
70W
55.1lb
Metal
16.1” x 17.3” x 18.8”

Models

Spec

SMC-152FSMC-150F SMC-211F

GV-LCD3

3” LCD
N/A
648 (H) x 146 (V) 
N/A
N/A
No
No
DC 4.8V
470mA
1.2lb
Aluminum
5.25” x 4” x 1.75”

Comparison Chart by Model

TFT-LCD

CRT

Picture tube
Pixel/Stripe Pitch
Resolution
Contrast
Brightness
Audio Output
S-Video 
Voltage
Power Consumption
Weight
Case
Dimensions (WxHxD)
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Samsung Electronics’ new line of high resolution TFT LCD monitors delivers superior image clarity for se-
curity applications. The SMT-171/190 comes standard with 3D Comb filter, CTI, NR, De-interlacing and 
Protection glass without adding extra cost. These versatile monitors have been designed to work with a 
variety of advanced security systems utilizing BNC, VGA or S-Video connectivity. Convenient handheld 
remote control allows for fast access and easy panel control.

SMT-171/190 uses Wide-View TFT-LCD panel, manufactured by Samsung Electronics and support 
VESA Standard mounts when users need to mount the flat panel on the wall. These products are com-
patible with various types of power sources and can be used in both NTSC and PAL environments.

SMT-171 / SMT-190
17”/19” TFT-LCD Monitor 
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SMT-171 / SMT-190
17”/19” TFT-LCD Monitor 

SMT-171 SMT-190
Picture AM TFT 17”/ 43cm diagonal 19”/ 48cm diagonal

Pixel Pitch (H x V) 0.264 x 0.264mm 0.294 x 0.294mm
Active Display Area 13.3” x 10.64” (337.92 x 270.336mm) 14.82” x 11.85” / (376.32 x 301.056mm)
Resolution 1280 x 1024 @ 60Hz 1280 x 1024 @ 60Hz
3D De-interlacing MDIN-180 Built-in -
3D Comb Filter TW9919C Built-in -

Video Input 2 Channel, 1 S-Video, 1 VGA 2 Channel, 1 S-Video, 1 VGA
Output 2 Channel, 1 S-Video 2 Channel, 1 S-Video
Brightness 300cd/m2 400cd/m2
Contrast Ratio 700:1 450:1
Response Time 8ms 8ms
Viewing angle L/R/T/B 75/75/75/60 75/75/75/60

VGA Mode 720x480, 720x576, 800x600, 60/75Hz 720x480, 720x576, 800x600, 60/75Hz
1024x768, 1280x1024 @60Hz/75Hz 1024x768, 1280x1024 @60Hz/75Hz

Frequency Horizontal 31KHz ~ 82KHz 31KHz ~ 82KHz
Vertical 50Hz ~ 77Hz 50Hz ~ 75Hz

System Mode NTSC NTSC
Control Contrast, Brightness, Color Contrast, Brightness, Color

Tint, Sharpness and Video Input Select Tint, Sharpness and Video Input Select
Connector Rear Video 2 BNC Input/Outputs (Composite), 2 BNC Input/Outputs (Composite), 

1 VGA input, S-Video Input/Output 1 VGA input, S-Video Input/Output
Operating Temperature  50º~ 104º F /10º - 40º C 50º~ 104º F (10º - 40º C)
Operating Humidity  10% ~ 80%, Non-condensing 10% ~ 80%, Non-condensing
Power Source DC 12V/4A DC 12V/4A
Power Consumption  36W 42W
Physical Specification Dimension (W x H x D) 15” x 15.4” x 7.8” / 382.4 x 200 x 390.5mm 17” x 16.9” x  7.8” / 430 x 200 x 428mm
Weight 13.14lbs./5.96Kg 14.57lbs./6.61Kg
Certifications UL, FCC

Features
• 17”, 19” TFT LCD Monitor
• High Resolution (1280 X 1024 @ 60Hz)
• NTSC
• Switch Selectable Video Inputs (2 BNC, VGA, S-Video)
• 2 BNC, 1 S-Video Loop Outs
• 3D Comb Filter, CTI, NR, De-interlacing
• High Contrast Ratio (700:1) 17” / (450:1) 19”
• High Brightness (300cd/m2) 17” / 400cd/m2 19”
• OSD
• Viewing Angles (L/R/T/B) 75/75/75/60
• Very Low Power Consumption:
  <37 Watts (SMT-171) / <43 Watts (SMT-190)
• Stable Stand
• Remote Control
• VESA Wall Mounting 100 x 100mm Compatible
• Protection Glass

SpecificationsSpecifications

Dimensions (unit : mm)

SMT-171 : 382.4
SMT-190 : 430 200
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Rear Panel

SMT-190 / SMT-171
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SMC-150/152F is a 15” color monitor housed in a metal case featuring video and audio looping. This color monitor 
features a sturdy construction and is specifically designed and built for security. 

With 400 lines of resolution, the monitor delivers high quality video images on a 15” CRT with a flat screen. SMC-
150/152F is equipped with an auto-sensing universal power supply supporting NTSC and PAL modes. Automatic 75 
Ohm termination and on screen display programming make this monitor an ideal choice for system integration and 
other viewing environments. SMC monitor series by Samsung Electronics are world renowned for their high quality 
video image.

SMC-150F / SMC-152F
15” Flat Screen CRT Monitor
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SMC-150F / SMC-152F
15” Flat Screen CRT Monitor

365

7
34

1

391

Dimensions (unit : mm)

SMC-150F SMC-152F

Rear Panel

Specifications

SMC-150F SMC-152F
Picture CRT 15”/ 38cm Diagonal, 15”/ 38cm Diagonal, 

0.6mm Stripe Pitch, 90º Deflection 0.6mm Stripe Pitch, 90º Deflection
Resolution 400 TV lines 400 TV lines

Video Input 2 Channel, 1 VCR (1Vp-p 75 ohm) 4 Channel, 1 VCR (1Vp-p 75 ohm)
Output 2 Channel (1Vp-p 75 ohm) 1 Channel (1Vp-p 75 ohm) 

Audio Input 2 Channel RCA, 1 VCR RCA 4 Channel RCA, 1 VCR RCA
Output 2 Channel RCA 1 Channel RCA
Speaker Output 1.5W Max. 1.5W Max.

System Modes NTSC & PAL NTSC & PAL
Control Front Volume, Contrast, Brightness, Color Volume, Contrast, Brightness, Color

Tint, Sharpness and Input Select Tint, Sharpness and Input Select
Connector Rear Video 2 BNC Input/Outputs (Composite), 4 BNC Input/Outputs (Composite), 

1 BNC VCR Input 1 BNC VCR Input
Audio 2 RCA Input/Outputs 4 RCA Input/Outputs

1 RCA VCR Input 1 RCA VCR Input
Stabilization Horizontal Pull in Range ± 500Hz Pull in Range ± 500Hz

Holding Range ± 500Hz Holding Range ± 500Hz
Vertical Pull in Range ± 4 Hz Pull in Range ± 4 Hz

Holding Range ± 4 Hz Holding Range ± 4 Hz
Sub carrier Pull in Range ± 400Hz Pull in Range ± 400Hz

Holding Range ± 400Hz Holding Range ± 400Hz
Convergence Center Less Than 0.4mm Less Than 0.4mm

Operating Humidity 10% ~ 90% 10% ~ 90%
Power Source 120VAC, 60Hz/230VAC, 50Hz 120VAC, 60Hz/230VAC, 50Hz
Power Consumption 50W 50W
Physical Specification Dimension (W x H x D) 14.37” x 15.39 x 13.46” / 365 x 391 x 342mm 14.37” x 15.39 x 13.46” / 365 x 391 x 342mm

Weight 36.38lbs./16.5Kg 36.38lbs./16.5Kg
Certifications UL, FCC UL, FCC

Features
• 15” Flat CRT monitor
• 400 TV Lines Resolution
• NTSC/PAL Modes
• Automatic 75 Ohm Termination
• Switch Selectable Looping Video Inputs (2 BNC, 1 VCR), SMC-150F
• Switch Selectable Video Inputs (4 BNC, 1 VCR), SMC-152F
• Maximum 1.5W Speaker Output
• Auto Switching Sequence With Interval Selection, SMC-152F
• Rugged Metal Cabinet

Accessories
RECOMMENDED MONITOR MOUNTS
  GV-CMM1, Ceiling Mount for 12~21” Monitors
  GV-MM2, Ceiling Mount for 12~21” Monitors

SMC-150/152(F)
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SMC-211F is a 21” color monitor housed in a metal case featuring built-in digital comb filter, video and audio looping. 
This color monitor features a sturdy construction and is specifically designed and built for security. 

With 500 lines of resolution, this monitor delivers high quality video images on a 21” CRT flat screen. SMC-211F is 
equipped with an auto-sensing universal power supply supporting NTSC and PAL modes. Automatic 75 Ohm termina-
tion and on screen display-programming make this monitor an ideal choice for system integration and other viewing 
environments. SMC monitor series by Samsung Electronics are world renowned for the high quality video image.

SMC-211F
21” Flat Screen Color Monitor
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SMC-211F
21” Flat Screen Color Monitor

Rear Panel

SMC-211F  

Dimensions (unit : mm)

490

44
4

7

482

Specifications

Picture CRT 21”/ 53cm diagonal, .74mm stripe pitch, 90º deflection
Resolution 500 TV lines

Video Input 2 Channel, 1 S-Video  
Output 2 Channel (1Vp-p 75 ohm) 

Audio Input 2 Channel RCA
Output 2 Channel RCA
Speaker Output 1.5W Max.   

System Modes NTSC & PAL
Control Front Volume, Contrast, Brightness, Color

Tint, Sharpness and Input Select
Connector Rear Video 2 BNC Input/Outputs (Composite), 

1 S-Video Input
Audio 2 RCA Input/Outputs
Stabilization Horizontal  Pull in range ± 500Hz

Holding range ± 500Hz
Vertical Pull in range ± 4 Hz

Holding range ± 4 Hz
Sub carrier Pull in range ± 400Hz

Holding range ± 400Hz
Convergence Center less than .5mm

Operating Humidity 10% ~ 90%    
Power Source 120VAC, 60Hz/230VAC, 50Hz
Power Consumption 60W
Physical Specification Dimension (W x H x D) 19.29” x 17.48 x 18.98” / 490 x 444 x 482mm

Weight 55lbs./25Kg
Certifications UL, FCC, IC

Accessories
RECOMMENDED MONITOR MOUNTS
  GV-CMM1, Ceiling Mount For 12~21” Monitors
  GV-MM2, Ceiling Mount For 12~21” Monitors

Features
• 21” Flat CRT
• 500 TV Lines of Horizontal Resolution
• Comb Filter
• NTSC/PAL Modes
• Automatic 75 ohm Termination
• Selectable looping Video Inputs (2 BNC)
• Maximum 1.5W Speaker Output
• Rugged Metal Cabinet

SMC-211F




