
The PRYME SPM-300E series is a rugged lapel mic and
in-line earphone for two-way radio use. The unit features
a high-quality electret condenser microphone and PTT
combo in a rugged polycarbonate housing with a metal
clip. The microphone easily clips to the user’s lapel or
collar, and the conveniently located Push-To-Talk makes it
a snap to use. For even more durability and longevity,
the SPM-300E features heavy-duty polyurethane
jacketed, coiled mic cable.  The SPM-300E is available
in either black (SPM-300EB) or clear (SPM-300EC).

The speaker on the SPM-300E series is held in place by
a convienent rubber earhook.  The earhook provides
additional support and also makes the SPM-300E
extremely comfortable to wear.  The low profile nature
of the SPM-300E makes it perfect for all light and
medium duty applications, such as surveillance and
"black tie" security.  The SPM-300E series microphones
are one of the most comfortable lapel surveillance
microphones on the market today!

PRYME Radio Products
480 Apollo St., #E
Brea, CA 92821 • USA
Phone: 714-257-0300
Fax: 714-257-0600
Web: www.pryme.com

Weight 0.9 ounces
Cable Pull Typically 25 lbs
Cable Jacket PU
PTT Operations >one million
Operating Temp -30o C to +75o C

Sensitivity -60dB ± 3dB @ 1k Hz
Frequency Range 300 to 3000 Hz
Operating Voltage 1.5 to 12 V
Current Draw < 500 uA
Impedance (Speaker) 32 ohms ± 20% @ 1kHz
Impedance (Mic) 1000 ohms
Sound Pressure Level > 72 dB
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Medium Duty Lapel Microphone

SPM-300EC
(with Clear Earphone)


