HUBBELL

Hubbell Premise Wiring

One-Wrap® Cable Ties

and Velcro®-Style Fasteners

Hubbell Premise Wiring offers high-quality,
reusable cable ties to neatly route and manage
anywhere in the Hubbell NEXTFRAME™ cable
management system. Three styles of reusable
ties are available: Basic, Screw-mount, and
ONE-WRAP®.

The Basic style consists of 1-inch wide hook
strap and a loop strap fused together. Use to
gather cable bundles up to 21/2” diameter.

The Screw-mount style consists of 3/4” wide
hook strap and loop strap fused together with a
buckle at one end. The buckle end of the strap
also has a through hole reinforced with a steel
grommet. Use this strap to organize cable bun-
dles along the 19” mounting rails in cabinets and
racks.

The ONE-WRAP® cable tie is a unique 1/2” wide
back to back fastening system that wraps
around cable and back on itself.

All Hubbell Premise Wiring cable ties are
reusable, simplifying moves, adds and changes.
A broad range of colors are available to facilitate
color-coding or contrast for easy identification.

FEATURES

B Reusable cable ties ideal for rapidly changing
data centers

B Dependable cable ties secure and organize
bundles of cables

B Available in a broad range of colors for network
color-coding and easy identification

W Custom printing available on ONE-WRAP®
brand straps
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ONE-WRAP® and Velcro® are registered trademarks of Velcro USA, Inc. L LN
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ORDERING

INFORMATION - Velcro® Fasteners

Catalog No. (10-pk) Description Max. Bundle Diameter STRAP COLORS
MCCMV9IBS10 9" black screw mount fastener
MCCMV90S10 9" orange screw mount fastener S
MCCMV9_ 10 9" fastener® 2.5
MCCMV5_ 10 5" fastener® 1.4
Insert 2-letter code in blanks for colors:
BK = Black BL = Blue YL = Yellow
RD = Red PK = Pink OR = Orange
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Screw Hole Loop - Farside
Buckle For #12 Screw Hook - Farside Hook - Nearside Loop - Farside
Reinforced with Steel Grommet -
ORDERING INFORMATION - ONE-WRAP® Brand Straps
Catalog Number Length Straps per Puck  Max. Bundle Diameter
g nd PSP - STRAP/PRINT COLORS
HPWCVF 5 5" (127) 10 1.4
HPWCVF 8 8” (203) 10 2.5 Black/ Blue/ Red/
HPWCVFBK120 12” (305) * N/A White White White
Insert 2-letter code in blanks for colors:
BK = Black OR = Orange YL = Yellow vellow!| [oranger
BL = Blue RD = Red Black Black
* 10’ Roll of 1” wide, black continuous lineal tape.
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Print area (18 point bold)

CUSTOM PRINTING - ONE-WRAP® Brand Straps

Custom printing will not impact the performance or engage-
ment area of the fastener, and is a unique way to get your
message into the hands of your customers.

Custom printing is available on:

* Die-cut perforated straps

Print Color Considerations

1. One color per impression (see table above).

2. The maximum print area per impression is 0.375” wide by
2.5” long.

4. The minimum print font size is 18 point bold (0.18” height).

ARTWORK REQUIREMENTS FOR STRAP PRINTING

® Customer-supplied documents created on PC-compatible
graphics programs including: Quark, PageMaker, lllustrator,
Photo-Paint, or CorelDraw are preferred. Artwork generated
in these programs will carry one of the following extensions:
.EPS, .BMP, .PCX, .GIF, .TIFF, .PSD, .CPT, .CDR, or .CMX.

® Camera-ready artwork at 600DPI (minimum) in a full scale
image.

® Film positives, right reading emulsion down (RRED) with a
printed copy of the art provided.

Consult factory for minimum requirements for custom printing.

ONE-WRAP® and Velcro® are registered trademarks of Velcro USA, Inc.
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Worldwide Locations

® Hubbell Premise Wiring

HUBBELL INCORPORATED (Delaware)
14 Lord’s Hill Road ¢« Stonington, CT 06378-0901

* (860) 535-8326 + 800-626-0005
Fax: (860) 535-8328 ¢ Internet site: http://www.hubbell-premise.com
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Toll Free: (877) 892-2666
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Hubbell Premise Wiring, Asia Pacific
Hubbell Canada Inc.
Hubbell Premise Wiring, China

852-2836-7131 Fax: 852-2836-7132
905-839-1138 Fax: 905-839-9108
86-21-6217-3478  Fax: 86-21-6217-3481
Hubbell Premise Wiring, Europe 44-(0)1234-848550 Fax: 44-(0)1234-856190
Hubbell Int’l. Inc., Korea Branch 82-2-(0)2607-1363 Fax: 82-2-(0)2603-7386
Hubbell Premise Wiring, Latin America 305-251-4236 Fax: 305-251-4087

Hubbell de Mexico, S.A. de C.V.
Hubbell Premise Wiring, Middle East
Hubbell Premise Wiring, Puerto Rico
Hubbell-Taian Co., Ltd., Taiwan
Hubbell Incorporated, Turkey
Hubbell Premise Wiring, Venezuela

52-5-575-2022
971-4-393-4192
787-460-3380
886-2-(0)2515-0855
90-216-414-8147
58-81-820323

Fax: 52-5-559-8626

Fax: 971-4-393-4194
Fax: 787-751-7309

Fax: 886-2-(0)2515-0899
Fax: 90-216-414-8148
Fax: 58-81-820323



