10Gb Cat 6A Jack Module
- Designed to exceed TIA/EIA-568-B.2-10 Category 6A standard
- Tested and approved for Category 6A channel compliance
- Terminates 4-pair UTP cable in accordance with TIA/EIA-568-B.2-10
- IDC termination body provides excellent strain relief, ensures proper twist requirements and securely retains wires
- Metallic cap provides required ANEXT protection
- Color-coded for T568A and T568B wiring schemes
- Compatible with Versatap modular patch panels, faceplates and surface mount boxes
- Termination instructions with each jack
- 10Gb Cat 6A patch panels on page 30; patch cords on page 43

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Part Description</th>
<th>Std. Pkg. Qty</th>
<th>Std. Ctn. Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>AT10G-XX</td>
<td>10Gb Category 6A Jack Module</td>
<td>1</td>
<td>50</td>
</tr>
</tbody>
</table>

XX Colors: 00-Black; 04-Yellow; 05-Green; 09-Ivory; 14-Grey; 15-White; 16-Orange; 20-Blue; 47-Red; 52-El Ivory

Cat 6 High Density Jack Module
- Designed to exceed TIA/EIA-568-B.2-1 Category 6 standard
- ETL tested and approved for Category 6 channel compliance
- Terminates 4-pair 22 thru 26 AWG unshielded twisted pair cable
- 110 Termination
- Termination cap provides excellent strain relief, helps control cable bend radius and securely retains wires
- Color coded for T568A and T568B wiring schemes
- Compatible with Versatap modular patch panels, faceplates and surface mount boxes
- Can be re-terminated

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Part Description</th>
<th>Std. Pkg. Qty</th>
<th>Std. Ctn. Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>AT66-XX</td>
<td>Category 6, 8 pos., 8 cond. Jack Module</td>
<td>1</td>
<td>50</td>
</tr>
</tbody>
</table>

XX Colors: 00-Black; 04-Yellow; 05-Green; 09-Ivory; 14-Grey; 15-White; 16-Orange; 20-Blue; 47-Red; 52-El Ivory

Cat 6 Shielded High Density Jack Module
- Designed to exceed TIA/EIA-568-B.2-1 Category 6 standard
- Meets TIA/EIA shielding effectiveness requirement
- Terminates 4-pair 22 thru 26 AWG twisted pair cable
- Termination cap provides excellent strain relief, helps control cable bend radius and securely retains wires
- Compatible with Versatap modular patch panels, faceplates and boxes except AT33 surface jack housings
- Can be re-terminated

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Part Description</th>
<th>Std. Pkg. Qty</th>
<th>Std. Ctn. Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>AT66SH</td>
<td>Category 6, 8 pos., 8 cond. Jack Module with shield</td>
<td>1</td>
<td>50</td>
</tr>
</tbody>
</table>

Cat 6 Coupler
- Designed for ATPNL Series of Versatap Patch Panels
- Wired pin to pin
- Black housing

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Part Description</th>
<th>Std. Pkg. Qty</th>
<th>Std. Ctn. Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>AT66C-00</td>
<td>Category 6 Coupler</td>
<td>1</td>
<td>100</td>
</tr>
</tbody>
</table>

Will not fit Versatap Surface Mounting Boxes or Angled Versatap Faceplates