CABLE RUNWAY ACCESSORIES
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Protective End Caps For Runway

Covers and protects exposed ends of cable runway and auxiliary framing bar
and channel. Reduces chances of personal injury and equipment damage.

e Made of fire-retardant flat black colored rubberized material

e Sold in pairs

Part Description svivgi%i;tg
Number in (mm) Ib (kg)
10642-001 For 1-1/2 x 3/8 (38 x 9.53) Stringer 1(0.5)
10757-001 For 2 x 3/8 (50 x 9.53) Auxiliary Bar 1(0.5)

“L Bracket, Cable Runway

Bracket provides a separate facility for running power conductors or other

cables that should be physically separated from main cables.

e Made of 1/8" x 1" (3.18 mm x 30 mm) steel; gold finish/color over zinc
plating

Kit consists of (1):

e Bracket for 1-1/2" stringer

e 1/4-20 x 3/4" hex bolt

Part Descripti Svlvp'pill:tg
escription eig
Number Ib (kg)
11268-001 “L" Bracket 1(0.5)

Touch-Up Paint In Spray Can

Air dry lacquer for touching up finish. Matches color and gloss of CPI's
textured paint; Air dries to hard finish in minutes

Part Description svlvgipil?tg
Number 0z (g) b (I?g)
25400-X00 12 (340) Spray Can 2(0.9)

X=color: 1=Gray, 2=White, 7=Black

Touch-Up Paint In Bottle

Air dry waterborne paint for touching up finish. Matches color and gloss of
CPI's textured paint.

- Shipping
Part Description :
Number 0z (g) “:?I?;)t
25401-X00 1(30) Bottle 2(0.9)

X=color: 1=Gray, 2=White, 7=Black
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