
Installation Benefits
• Distribution Racks are Designed

to Provide Maximum 
Configuration Flexibility

• Racks Accommodate all ICC
Shelves, Drawers, Patch Panels,
and Fiber Optic Rack Enclosures

• Cable Channels Join Racks and 
can be Mounted Back to Back
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RACKS & CABLE MANAGEMENT

PHONE: 888.ASK.4.ICC (275-4422)  I  FAX: 562.356.3100

Distribution Racks

19” Distribution Rack
These high quality, black powder
coated aluminum racks are easy to
install and use. Includes 3/8-16 bolts
and washers and #12 rack screws
for assembly.

PART NUMBER DESCRIPTION

ICCMSR1936 3 ft. 17 RMS, Black
ICCMSR1948 4 ft. 24 RMS, Black
ICCMSR1972 6 ft. 38 RMS, Black
ICCMSR1984 7 ft. 45 RMS, Black

ICACSS01BK

ICACSBWSBK

ICCMSR1948

ICCMSCC3BK

ICCMSCCVBK

ICCMSA1948

19” Distribution Rack
Aluminum polished racks offer 
maximum installation flexibility.
Includes 3/8-16 bolts and washers
and #12 rack screws for assembly.

PART NUMBER DESCRIPTION

ICCMSA1936 3 ft. 17 RMS, Black
ICCMSA1948 4 ft. 24 RMS, Black
ICCMSA1972 6 ft. 38 RMS, Black
ICCMSA1984 7 ft. 45 RMS, Black

Rack Screw
#12-24 x 5/8 inch pilot point rack
screws are for use on distribution
racks only.

PART NUMBER DESCRIPTION

ICACSS01BK #12 Screw, Black,
30 pcs./bag  

ICACSS01SV #12 Screw,
30 pcs./bag             

Vertical Cable Channel 
Channel fits between distribution
racks and can be mounted back to
back and on top of each other.

PART NUMBER DESCRIPTION

ICCMSCC3BK 3 ft., Aluminum 
Black

ICCMSCC3SV 3 ft., Aluminum 
Polished              

NEW Channel Cover
Cover is designed to fit on the front
of the cable channel to provide a
neat, clean and well-organized
appearance.

PART NUMBER DESCRIPTION

ICCMSCCVBK 3 ft., Aluminum 
Black

Replacement Hardware
Distribution rack hardware package.

PART NUMBER DESCRIPTION

ICACSBWSBK 3/8 Bolt/Washer,
12 sets/bag and 
#12 Screw,
30 pcs./bag,
Black

ICACSBWSSV 3/8 Bolt/Washer,
12 sets/bag and 
#12 Screw,
30 pcs./bag 

Channel Cover Easily Mounts
onto Vertical Channel

Channel Cover Provides a
Neat and Clean Appearance
Hiding Routed Cables

Vertical Cable Channel Mounts on
Rack Sides for Front and Rear Cable
Management Options

Slotted Floor Mounting
Holes Provide Excellent
Stability and Easy Alignment

Swivel Latches Open
for Easy Cable Routing

MOUNTING HARDWARE
(12-24 X 5/8 in. Pilot Point Screw)

19 in. Distribution Rack with
12-24 Roll Tapped Threading

Cable Routing Opening

High-Strength Aluminum Alloy

Sold by:

http://www.TWAcomm.com
Toll Free: (877) 892-2666
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