
Installation Benefits
• Designed with Vertical Troughs 

to Support Bulk Cable Routing

• Racks Accommodate Most ICC
Shelves, Drawers, Patch Panels,
Cable Management Panels and 
Fiber Optic Rack Enclosures

• Cable Management Rings 
Facilitate Easy Cable Routing
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RACKS & CABLE MANAGEMENT

E-MAIL: CSR@ICC.COM  I  WEBSITE: WWW.ICC.COM 

Cable Management Racks

Cable Management Rack 
ICC’s standard 19 inch cable management rack has an all-steel construction, making it ideal for use with heavy
data or electronic equipment. It has integral 6 inch cable channels along both sides of the rack to manage and
conceal bulk cable vertically along the inside of the rack. The rack has cable tie anchor points throughout the
cable channel to secure cable bundles with Velcro® cable ties. Includes #10 rack screws, Velcro® cable ties and
cable management rings. Available in two sizes with 23 and 44 rack mount spaces.

PART NUMBER DESCRIPTION

ICCMSCMR48 4 ft., (48 in.) Rack, Velcro® Tie (10 ea.) and Cable Management Ring 1.70 in. (8 ea.)
ICCMSCMR84 7 ft., (84 in.) Rack, Velcro® Tie (10 ea.) and Cable Management Ring 1.70 in. (14 ea.)

Cable Management Rack Screw
#10-32 x 5/8 inch rack screws is for use on cable management rack, wall mount rack and wall mount bracket.

PART NUMBER DESCRIPTION

ICACSS02BK #10 Screw, Black, 30 pcs./bag

ICCMSCMR84

ICACSS02BK

Cable Management Vertical Ring
Rings provide flexibility for front and back vertical cable management. Single rings can be directly mounted on
all racks and wall brackets. Double rings are suitable for all wall mounted racks, brackets and distribution racks.

PART NUMBER DESCRIPTION

ICCMSCMPR1 Single Cable Management Ring, 1.70 in., #10 Screw (2 ea.)
ICCMSCMPR2 Single Cable Management Ring, 3 in., #10 Screw (2 ea.)
ICCMSCMPR3 Double Cable Management Ring, 3 in., #12 Screw (2 ea.)
ICCMSCMPR4 Double Cable Management Ring, 6 in., #12 Screw (2 ea.)

ICCMSCMPR1 ICCMSCMPR2

ICCMSCMPR3 ICCMSCMPR4

Top Cable Management Trough 

Cable Management Ring
Panel with Removable Cover
Provides a Clean Appearance 

Cable Management Vertical Ring

19 in. Cable Management
Rack with 10-32 Roll Tapped
Threaded Screw Holes

6.0 in. Deep x 3.0 in.
Wide Cable Channels

Key Board Tray
with Mouse Shelf

All-Steel Construction

Cable Entry Holes

MOUNTING HARDWARE
(10-32 x 5/8 in. Screw)

Heavy Duty Rack Shelf

Slotted Floor Mounting Holes Provide
Excellent Stability and Easy Alignment

Sold by:

http://www.TWAcomm.com
Toll Free: (877) 892-2666
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