
Installation Benefits
• Wall Mount Racks are Ideal for 

Small to Mid-Size Installations

• Designed to Conserve Floor 
Space in Compact Areas

• Quick and Easy Assembly

• Accommodates Most ICC 
Shelves, Drawers, Patch Panels,
Cable Management Panels for 
Both Copper, Fiber and Rack 
Mount Enclosures

D-10

RACKS & CABLE MANAGEMENT

PHONE: 888.ASK.4.ICC (275-4422)  I  FAX: 562.356.3100

Wall Mount Racks

Wall Mount Rack 
8 RMS racks are ideal for small data and telecom installations. They are easily assembled and come in a
durable black powder coated finish to complement rack mounted products. Includes #10 rack screws.

PART NUMBER DESCRIPTION

ICCMSWMR08 19.75 in. W x 17.75 in. H x 18 in. D, 8 RMS, #10 Screw (35 ea.)

Wall Mount Rack 
15 RMS racks are intended for installations that require more rack equipment. Includes #10 rack screws.

PART NUMBER DESCRIPTION

ICCMSWMR15 19.75 in. W x 30 in. H x 18 in. D, 15 RMS, #10 Screw (35 ea.)

Wall Mount Rack 
For much larger installations, the 30 RMS steel rack comes in handy. Designed with the same quality and ease
of use as it’s counterparts, it provides an ideal solution for larger installations. Includes #10 rack screws.

PART NUMBER DESCRIPTION

ICCMSWMR30 19.75 in. W x 56.25 in. H x 18 in. D, 30 RMS, #10 Screw (50 ea.)

ICCMSWMR08

ICCMSWMR15

ICCMSWMR30

Velcro® Cable Tie  
Velcro® cable tie is designed to facilitate the fastening of cables securely and make cable management and
color-coding identification easy and quick.

PART NUMBER DESCRIPTION

ICACSV08xx* 8 in., 10 pcs./bag
ICACSV12xx* 12 in., 10 pcs./bag

*xx = IV, WH, GY, BK, BL, GN, OR, RD, YLICACSV08xx*

Wall Mount Rack Features
a 125 lbs. Load Capacity

Mounting Holes for Optional
Vertical Cable Channel

Side Mounting Holes for Optional
Cable Management Accessories

All-Steel Construction

Cable Management
Vertical Ring

Accepts Rack Mount
Fiber Optic Enclosure

Accepts All Standard
19 in. Patch Panels

Designed with an 18 in. Depth 
for use in Compact Areas to
Accommodates Active Components

Cable Tie
Anchor Points

Sold by:

http://www.TWAcomm.com
Toll Free: (877) 892-2666
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