Conduit/Cable
Cable/Conduit .

From Drop
Wire Support

Features

e Supports cable and conduit without
bending drop wire.

o Delivers 25% faster installation.

e Eliminates the need to trap cable/conduit
against drop wire.

NOTE: May require dedicated
drop wire/rod and EC311
(See Pgs. 38, 50, 190)

— Consult local authority.

Applications

Conduit/Cable

Multi-Function Clip

From Drop Wire, Plain
Threaded Rod, or Flange

Features

e Attaches to #12 wire thru */s" rod.

e Fits '/&" to %" flanges.

e Provides attachment of conduit and boxes.

e Supports #10-24 and /+"-20 threaded bridle rings.

Eliminates offset
bending conduit

NOTE: May require dedicated drop wire/rod and EC311 (See Pgs. 38, 50, 190)- Consult local authority.

Load Rating refer to Instruction
Sheet for desired application.

Sizing Chart

QTY.
CATALOG  FIG. FLANGE PER
NUMBER  NO. DESCRIPTION WIRE SIZE SIZE  BOX
4734 1 Multi-function clip #12 wire thru """ 100
4748 4 Multi-function clip with #:"-20" #12 wire thru %" Y"%6" 100

88 TWAcommecom stud and hex nut

hitp:/Awww. TWAGomm.com 4734812M 2 Multi-plus *2" or °" conduit ~ #12 wire thru " ¥s"" 100
Sizing Chart TollFree:(B77) 8622668 473416M 2 Multi-plus 1" conduit #2wire thru e 100
—— 47348P* 3 Multi-plus *2" EMT conduit ~ #12 wire thru 4"~ Y"%6" 100
?\ﬂ@ég& FIG # DESCRIPTION PE%Tgbx 473412P* 3 Multi-plus %" EMT conduit ~ #12wire thru %" Y&"%* 100
473416P* 3 Multi-plus 1" EMT conduit #12 wire thru s *fs"e" 100
PCS1 1 Flexible cable support from 100 6234 1 Multi-unction clip " rod P 100
#8-#12 drop wire for MC/AC 6243 4 Multifunction clip with ¥:-20" %" rod Pl 100
14-2 through 12-3 with ground stud and hex nut
up to .600 O.D. 6234812M 2 Multi-plus %" or %" conduit %" rod P 100
PCS2 2 Conduit/cable support from 100 623416M 2 Multi-plus 1" conduit " rod Pl 100
12 drop wire for */>" and 67348P* 3 Multi-plus ' EMT conduit %" rod Pl 100
/s EMT, MC/AC up t0 .900 O.D. 623412P* 3 Multiplus %' EMT conduit " rod ke 100
673416P* 3 Multi-plus 1" EMT conduit " rod Isle" 100
;‘- *When using rigid conduit on P-Series, use next size larger clip (/2" Rigid use 12P).
"I\ Read safety instructions and instruction sheets contained in packages before using or applying fastener. Read safety instructions and instruction sheets contained in packages before using or applying fastener.
"
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