
PANDUIT  Cable Ties Flammability and Material Temperature Rating

Material P/N
Suffix UL94 ASTM D635
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AEB = 20mm
ATB = 5 secondsNylon 6.6 - Natural 94V-2 (1/16")

185oF -40oF
No Suffix 85oC -40oC

185oF -40oF
-00 85oC -40oC

185oF -40oF
-0 85oC -40oC

238oF -40oF
-30 115oC -40oC

238oF -40oF
-39 115oC -40oC

212oF3 -40oF
-300 100oC3 -40oC

212oF -40oF
-60 100oC -40oC

212oF -40oF
-69 100oC -40oC

194oF -40oF
-120 90oC -40oC

238oF -40oF
-109 115oC -40oC

238oF -40oF
-100 115oC -40oC

338oF -50oF
-76 170oC -46oC

302oF -50oF
-702 150oC -46oC

185oF -40oF
DT prefix 85oC -40oC

1000oF -112oF
MLT prefix 537oC5 -80oC

  TEFZEL is the registered trademark of E. I. du Pont de Nemours and Company

1 Also known as the Relative Thermal Index (mechanical without impact) is determined per UL746B.
2 Results shown are After Installation
3 Estimated
4 Rating based on 1/8" thick test samples
5 Stainless Steel (-321 Material) goes to 1700oF (923oC)

Heat Stabilized Nylon 6.6 - Black 94V-2 (1/16")
AEB = 20mm
ATB = 5 seconds

Heat Stabilized Nylon 6.6 - Natural 94V-2 (1/16")
AEB = 20mm
ATB = 5 seconds

Weather Resistant Nylon 6.6 - Black 94V-2 (1/16")
AEB = 20mm
ATB = 5 seconds

Weather Resistant Nylon 6.6 - Black
Meets Mil Spec

AEB = 20mm
ATB = 5 secondsNylon 6.6 - Natural 94V-2 (1/16")

94V-2 (1/16")
AEB = 20mm
ATB = 5 seconds

Heat Stabilized Weather Resistant Nylon 6.6 - 
Black 94V-2 (1/16")

AEB = 20mm
ATB = 5 seconds

Flame Retardant Nylon 6.6 - Black 94V-0 (1/64")
AEB = 15mm
ATB < 5 seconds

Flame Retardant Nylon 6.6 - Natural (Ivory) 94V-0 (1/64")
AEB = 15mm
ATB < 5 seconds

Weather Resistant Nylon 12 - Black Not Recognized
Ave. Burning Rate
1.6 cm/min.

Natural Polypropylene - Green 94 HB (.94MM)
Ave. Burning Rate
2 cm/min.

Weather Resistant Polypropylene - Black 94 HB (.94MM)
Ave. Burning Rate
2 cm/min.

  TEFZEL - Aqua Blue 94V-0 (1/16")
AEB < 15mm
ATB < 5 seconds

94V-0 (1/16")
AEB = 15 min.
ATB < 5 seconds4  HALAR - Maroon

   HALAR is the registered trademark of Solvay Solexis, Inc.

Weather Resistant ACETAL - Black 94  HB (1.5mm)
Ave. Burning Rate
2.8 cm/min.

Stainless Not Applicable Not Applicable

AEB = Average Extent of Burning
ATB = Average Time of Burning

Sold by:

http://www.TWAcomm.com
Toll Free: (877) 892-2666


