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DESCRIPTION MAX. HP IN NEMA IN NEMA SWITCH
RATING 1 ENCL. 3R ENCL. ONLY
Double-pole, single-throw AC 2HP 120V AC N1302 N3302 MS302
manual motor starting switch, 5HP 240V AC
without overload protection. 10HP 480V AC
Color: Black 15HP 600V AC
Same as above — Short Toggle e E— MS302-S
Three-pole, single-throw AC 3HP 120V AC N1303 N3303 MS303
manual motor starting switch, 7.5HP 240V AC
without overload protection. 15HP 480V AC
Color: Black 20HP 600V AC
Same as above — Short Toggle e e MS303-S
Back and Side Wired AC Manual Motor Starting Switches
40 AMP 600V AC
DESCRIPTION MAX. HP RATING CAT. NO.
Double-pole, single-throw AC manual 2HP 120V AC MS402
motor starting switch, without overload 5HP 240V AC
protection. Color: Black 10HP 480V AC
15HP 600V AC
Three-pole, single-throw AC manual 3HP 120V AC MS403
motor starting switch, without overload 7.5HP 240V AC
protection. Color: Black 15HP 480V AC
20HP 600V AC
Back or Front Wired AC Manual Motor Starting Switches
60 AMP 600V AC WS100
DESCRIPTION MAX. HP IN NEMA SWITCH
RATING SR ENCL. ONLY SPECIFICATIONS & FEATURES
Double-pole, single-throw AC manual 10HP 240V AC N3602 MS602-BW  MS Switches
motor starting switch, without overload 15HP 480V AC « All molded parts are thermoplastic to resist impacts,
protection. Back Wired. Color: Black 20HP 600V AC chemicals, temperature, tracking and arcing
Same as above except Front Wired . MS602-FW « Positive-contact design enhances fast-make/
- slow-break
Three-pole, single-throw AC manual 10HP 240V AC N3603 MS603-BW Silver-alloy contacts for maximum conductivity and
motor starting switch, without overload 25HP 480V AC service life
protection. Back Wired. Color: Black 30HP 600V AC « Back and side wire terminals accept up to #10 AWG
Same as above except Front Wired — MS603-FW solid copper wire. For stranded #8 AWG wire,
remove terminal clamp and use ring terminal
Enclosures and Wallplates « Oversized #10 triple-combination terminal screws
are vibration resistant
DESCRIPTION CAT. NO. « Insulating barrier between terminals provide
- isolation from each phase
NEMA 1 steel encl. for 30A MS Switches N13NC * Nickel-plated brass mounting yoke for superior
NEMA 3R encl. for 30A or 40A MS Switches N33NC corrosion resistance _ _
« Large toggle provides positive actuation, even with
NEMA 3R encl. for 40A or 60A MS Switches N36NC gloved hand
- - WS Switches
302 Stainless Steel Lockout Wallplate w/tamper-resistant screws 84001-LOK . capable of accommodating bus bar termination in
and spanner tool multi-gang applications
i j i . « Hole for mounting hardware supports panel
Side Wired AC Manual Welder Starting Switches mounting with self-threading fasteners or pop rivets
40 AMP 600V AC « Terminal screws accept up to # 10 AWG solid
copper wire. For stranded # 8 AWG wire, remove
DESCRIPTION MAX. HP RATING CAT. NO. terminal clamp and use ring terminal
- « Fast-threading, corrosion-resistant brass triple-
Double-pole, single-throw AC manual 5HP 250V AC WS402 combination screws for fast, easy installation

welder starting switch. Color: Black

TESTING & CODE COMPLIANCE

LE7 @75 mm), + MS devices: UL & CUL Listed (File #E-63969)
O O ] « WS devices: UL Recognized Component
© © (File #E-63969)
z B _ Q ¢ MS & WS devices comply with UL 508
£ E E « Backed by a Limited Ten-Year Warranty
° = 2 = g MATERIAL CHARACTERISTICS
° © ° ~5 3] UL94 VO Flammability Rating
S 5 Operating Temperature: -40°C to 65°C
@yl e @5 s ) 158 (329 iy ™ ] ‘ ! For more information regarding matching
2.47 (62.6 mm) 247 (62.6 mm) YT 29.0 mm) 120305 mm) wallplates, colors, materials, single and

2.03 (51.6 mm)

Cat. Nos. MS302, MS303

1.20 (30.5 mm)

Cat. No. WS402

Cat. Nos. MS402. MS403 multi-gang, refer to Wallplates, section G.

For answers to technical questions, call Leviton’s Techline at 1-800-824-3005 ....Building a Connected World




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /OK
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly true
  /PDFXNoTrimBoxError false
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (Euroscale Coated v2)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /Description <<
    /DEU <>
    /FRA <>
    /JPN <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


