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Appliance Switches

Two Circuit Rotary Switches

6 AMP 125VT 3 AMP 250V
DESCRIPTION CAT. NO. SEQUENCE
Two Circuit, Four Position, Heavy Duty, 663 LOW-MED-HIGH-OFF
Black, Blue, Red Leads (L1, L2, L1 &2, OFF)
3 AMP 125VT 1 AMP 250V
DESCRIPTION CAT. NO. SEQUENCE
Two Circuit, Four Position, Black, Blue, Red Leads o3 LOW-MED-HIGH-OFF
(L1,L2, L1 &2, OFF)
Single Pole Pushbutton Switches
3 AMP 125V AC-L 1.5 AMP 250V AC
DESCRIPTION CAT. NO. SEQUENCE
Single Circuit, Black Leads, 9a75-250 ON-OFF
Molded Brown Pushbutton
3 AMP 125V AC
DESCRIPTION CAT. NO. SEQUENCE
Single Circuit, Momentary, for double-insulated 2091 NORMALLY OFF
applications. Black leads
Single Circuit, Momentary for double-insulated 2592 NORMALLY ON
applications. Also rated 1.5 AMP 277V AC. Black leads
3 AMP 125V — Door Jamb Switch
DESCRIPTION CAT. NO. SEQUENCE
Single Circuit, Momentary, Metal Pushbutton, 1865 NORMALLY ON
No. 1BAWG Leads, with Jamb Box,
Mounting Screws and Cover Plate
3 AMP 125V AC-L 1.5 AMP 250V AC
DESCRIPTION CAT. NO. SEQUENCE
Single Circuit, Compact Body, 90679-001 ON-OFF
Black Leads, Metal Pushbutton
3 AMP 125VT 1 AMP 250V
DESCRIPTION CAT. NO. SEQUENCE
Two Speed, Three-Position, Black, Blue, Red Leads 285 L1, L2, OFF
All devices are UL Listed and CSA Certified.
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TWO CIRCUIT ROTARY SWITCH
Cat. No. 573

SINGLE CIRCUIT PUSHBUTTON SWITCH
Cat. No. 9575-250

SPECIFICATIONS & FEATURES

Rotary Switches

« Standard leads are No. 18 AWG 105°C
plastic 6" long, stripped 12"

Cat. Nos. 663, 573

= Bushing 38-27 x 38" lon el openi
342" dia_; knob spindleﬂ gan %Ep-en "

Single Pole Pushbutton Switches

« Standard leads are No. 18 AWG 105°C
plastic 6" long, stripped 142°
» Plastic actuators are brown molded plastic
unless otherwise indicated

Cat. No. 9575-250

« Plastic button; bushlrag 38-27 x 11/42" lon
panel opening 11/22" Leads stripped g’h'

Cat. Nos. 2591, 2592

= Plastic button; bushing 3%-27 x 2744" long

« 25591: One 12" lead and one 6" lead

Cat. No. 1865 — Door Jamb Switch

« Bushing 1342-32 x 18432" long

Cat. No. 90679-001
= Metal button; bushing 3/-27 x 274" long,
leads stripped 34"

Cat. No. 585

» Metal button; bushing 3/&-27 x 27/44" long
Leads stripped 34”

TESTING & CODE COMPLIANCE

« UL Recognized Com nt (File #&-7458
Eaaé Mos. 9575-250, 25592, 50679-001

« UL Listed (File #E-7443)—Cat. Nos. 663,
bi3, 'IBEEE 5

- CSA Certified %File # R-3413)—All, except
Cat. Nos. 2591 and 2592
- NOM Certified (#057)

MATERIAL CHARACTERISTICS
Environmental: Flammability UL-594, V2 Rating

Operating Temperature: -40°C to 120°C

For answers to technical questions, call Leviton's Techline at 1-800-524-3005 ....Building a Connected World
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