SEE
HEE TWAcommecom

- et Boweews TWWRAComm.com

[z
3)[a]
s)[e]
71[8]
o|(0]
ol 2000
+|[#]

Phone...715.386.8861

Features
« Standard 26-bit Wiegand interface

+ Potted for indoor or outdoor use

+ Pigtail connection for easy installation
« Red LED shows activity

« Screw protection caps

- Beep tones acknowledge key strokes

« Programmable Facility Code stored in non-
volatile memory (no batteries required)

info@vikingelectronics.com

http://www.vikingelectronics.com
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TELECOM SOLUTIONS FOR THE 21ST CENTURY

HID-2

Keypad with
Wiegand Output

January 7, 2004

Practice

Keypad for Entry Systems

The HID-2 Keypad with Wiegand output allows keyless entry for
select Viking apartment or office entry systems.

The HID-2 Keypad features standard 26-bit Wiegand interfacing, a
metal enclosure with potted electronics and a pigtail connection for
iIndoor or outdoor applications.

The Keypad interfaces with the AES-2000 Accessible Entry System.
Up to 32 entry points with HID-2 Keypads may be added to the AES-

Alternatively, the HID-2 can be used with the ES-1 Stand Alone Door
Entry Controller, and the C-4000 Four Door Entry Controller.

Applications

« Compatible with Viking's AES-2000 Accessible
Eﬂtr'y’ S},ﬂ’E‘lEITI @ MNeed More Information on thEAEE-EﬂﬂD?)

Call {T15) 386-4345 and select 202.

+ Compatible with Viking's C-4000 Apartment/
Office Ent . —
nn () e )

+ Compatible with Viking's ES-1 Stand Alone

Door Entry
Controller @

MNeed More Information on the ES-17
Call {715) 386-4345 and select 153.

« Compatible with Viking's ES-3 Entry System
Door Controller @

Heed More Information on the ES-37
Call {715} 386-4345 and select 195.

Specifications

Power: 12-28V DC, 30mA - average

Dimensions: 181mm x 43mm x 20mm (7.1" x 1.77 x 0.87)
Shipping weight: 0.45 kg (1 [b)

Environmental: -40° C to 70° C (-40° F to 158° F) with up to
100% humidity

Connections: 8" long pigtail leads, 22 gauge



