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All dimensions are in inches and (millimeters).
WARNING: NOT insulated. Will NOT protect against 

electrical shock.

WARNING: Do NOT use to pry or chisel.WARNING: Always wear approved eye protection.

Specialty Screwdrivers

5-in-1 Screwdriver/Nut Driver
Additional Feature:

•  End of handle is marked to 
quickly identify tool. 

Cat. No. Contains Weight (lbs.)
32476 5/16" nut driver, #1 and #2 Phillips, 9/32" slotted and 3/16" slotted .35
Replacement Bits for 5-in-1 Screwdriver/Nut Driver
Cat. No. Fits Description Quantity Weight (lbs.)
32478 5-in-1 (Cat. No. 32476) #1 Phillips – 3/16" slotted contains 1 bit .036

32479 5-in-1 (Cat. No. 32476) #2 Phillips – 9/32" slotted contains 1 bit .044

32476

10-in-1 Screwdriver/Nut Driver
Additional Feature:

•  End of handle is marked to 
quickly identify tool. 

Cat. No. Contains Weight (lbs.)
32477 5/16" and 1/4" nut drivers, #1 and #2 Phillips, 1/4" and 3/16" slotted, #10 and #15 TORX®, #1 and #2 square-recess .35
Replacement Bits for 10-in-1 Screwdriver/Nut Driver
Cat. No. Fits Description Quantity Weight (lbs.)
32482 10-in-1 (Cat. No. 32477) #1 Phillips – 3/16" slotted contains 2 bits .010

32483 10-in-1 (Cat. No. 32477) #2 Phillips – 1/4" slotted contains 2 bits .012

32484 10-in-1 (Cat. No. 32477) #1 square – #2 square contains 2 bits .010

32485 10-in-1 (Cat. No. 32477) #10 Torx® – #15 Torx® contains 2 bits .008

32477

Sold by:

http://www.TWAcomm.com
Toll Free: (877) 892-2666




