Specialty Screwdrivers

Wire Bending Cabinet-Tip Screwdrivers - Round-Shank

Additional Feature: | — —

® Metal stud offers a convenient and

easy way to bend, loop and connect P 605-68
solid wire when installing outlets 7

and switches.

Cat. No. Shank Tip Width Shank Length Overall Length Bends AWG Gauges  Finish Weight (Ibs.)
605-4B 1/4" (6 mm) 4" (102 mm) 8-11/32" (212 mm) Nos. 10, 12, 14 chrome-plated 0.25
605-6B 1/4" (6 mm) 6" (152 mm) 10-11/32" (263 mm) Nos. 10, 12, 14 chrome-plated 0.30
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Wire Bending Phillips-Tip Screwdrivers - Round-Shanks :
Additional Feature: "
© Metal stud offers a convenient and s
easy way to bend, loop and connect < a
solid wire when installing outlets o
and switches. =_
603-4B m
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Cat. No. Point Size Shank Length Overall Length Bends AWG Gauges  Finish Weight (Ibs.)
603-3B No. 1 3" (76 mm) 6-3/4" (171 mm) Nos. 12 and 14 chrome-plated 0.15
603-48 No. 2 4" (102 mm) 8-5/16" (211 mm) Nos. 10, 12, 14 chrome-plated 0.25

Wire Bending Square-Recess Tip Screwdrivers - Round Shanks

Additional Feature:

® Metal stud offers a convenient and
easy way to bend, loop and connect
solid wire when installing outlets
and switches.

o %

B @8 TWAcommecom

http:/Avww. TWAcomm.com
Toll Free: (877) 892-2666

Cat. No. Point Size Shank Length Overall Length Bends AWG Gauges  Finish Weight (Ibs.)
6618 No. 1 4' (102 mm) 8-1/4" (210 mm) Nos. 10,12, 14 black oxide 0.20
6628 No. 2 4' (102 mm) 8-1/4" (210 mm) Nos. 10, 12, 14 black oxide 0.30

All dimensions are in inches and (millimeters).
( ) AWARNING: NOT insulated. Will NOT protect against
electrical shock.

AWARNING: Always wear approved eye protection. AWARNING: Do NOT use to pry or chisel.






