Rapi-Driv® Screwdrivers

Cabinet-Tip Screwdrivers - Rapi-Driv®

Additional Features:

® Crank-action handle spins
screws fast with one hand.

® Saves time and effort,
especially on long-threaded
screws in switch plates, light
fixtures, etc.
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Cat. No. Shank Tip Width Shank Length Overall Length Weight (lbs.)
670-3 316" (5 mm) 4" (102 mm) 7-3/4" (197 mm) 15
670-6 3/16" (5 mm) 6" (152 mm) 9-3/4" (248 mm) 20
671-6 1/4" (6 mm) 6" (152 mm) 9-3/4" (248 mm) 20
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& Accessories

Phillips Screwdrivers - Rapi-Driv®

Additional Features:

® Crank-action handle spins
screws fast with one hand.

® Saves time and effort,
especially on long-threaded
screws in switch plates, light
fixtures, etc.

Cat. No. Point Size Shank Length Overall Length Weight (Ibs.)
681-6 No. 1 6' (152 mm) 9-3/4" (248 mm) 20
682-6 No. 2 6' (152 mm) 9-3/4" (248 mm) 25

Square-Recess Screwdrivers - Rapi-Driv®

Additional Features:

® Crank-action handle spins
screws fast with one hand.

® Color-coded handle ends for
quick and easy identification.

692-6
Cat. No. Point Size Shank Length Overall Length Weight (Ibs.)
691-6 No. 1 6" (152 mm) 9-3/4" (248 mm) 35
692-6 No. 2 6' (152 mm) 9-3/4" (248 mm) 35

All dimensions are in inches and (millimeters).
( ) AWARNING: NOT insulated. Will NOT protect against

electrical shock.

AWARNING: Always wear approved eye protection. AWARNING: Do NOT use to pry or chisel.




