Saws & Blades

Jab Saw

® Cuts drywall, wallboard, plywood, and plastic. . 2 —
o Triple ground teeth for a fast cut. IYVVVVERRY VYRR Yy v v vy

® Blade cuts in both directions (push and pull). 725

® Hardened, carbon steel blade for durability.

® Hardened, beveled blade point for scoring and plunge cuts.
® Comfort-cushion grip with thumb groove.

® Handle structure designed for strength and durability.

® Flat-end grip for palming or punching through drywall.
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Cat. No. Blade Length Overall Length Weight (lbs.)
725 6" (152 mm) 12 (305 mm) 31

AWARNING: Never use blade as a prying device as
blades may break & cause injury.

Magic-Slot Compass Saws

® Magic-Slot design allows fast blade changing
without removing thumbscrew.

® Handle is strong, lightweight, die-cast zinc with
blue finish.

® Handle is contoured for comfort.

© Blade is tough, high-quality carbon steel, 8" (203 mm) long,
with 10 teeth per inch for general-purpose use.

® Replacement blades and handle can be ordered separately.
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Cat. No. Description Overall Length Teeth Per Inch Weight (Ibs.)
703 Magic-Slot compass saw complete with Gat. No. 706 blade 13" (330 mm) 10 1.20

702 Magic-Slot compass saw handle only. Takes only Magic-Slot cut-in 5" (127 mm) — 1.10
or general-purpose blades.

Compass Saw Blades

® For cutting through wallboard or Masonite -
to install wiring, outlet boxes, etc. KLEIN

AIN. CAT. 709 10T

® Tough high-quality carbon steel. S 08
® Pointed starter tip.

© Fits Magic-Slot compass saw handle Cat. No. 702.

Cat. No. Blade Length Teeth Per Inch Weight (Ibs.)
Magic-Slot Electrician’s Cut-in Blade

709 4" (102 mm) 10
General-Purpose Compass Saw Blades

704 12" (305 mm) 8
705 12" (305 mm) 10
706 8" (203 mm) 10
707 10" (254 mm) 10

.06

All dimensions are in inches and (millimeters).

AWARNING: Always wear approved eye protection. AWARNING: Never use on or near live electrical circuits.




