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wheeIOd‘ INC. & T 1 | Series MT & MT Strobe

Helping People Take Action™ . -=- Eﬁ{w o Multitone Electronic
| - Signals

Description:

Wheelocks Series MT and MT Strobe Multifone electronic
signals offer a choice of eight (8) alerting sounds: Horn, Bell,
March Time Hom, Code-3 Tone, Code-3 Horn, Slow Whoop,
Siren or HifLo Tone. One alarm appliance can provide
superior sound penefrafion for various ambient and room
condifions with two field selectable sound oufpuf levels.

Feafures:
« UL Standard 464, 1638 and 1971 Listed
« 12VDC and 24 VDC and 115 VAC models available ]
» Low cost and easy installation via standard electrical boxes. Series MT-121575W-NW
Affractive flush or surface mounting options MTWP-2475W-FW
« MNo additional frimplafe reqguired for flush mountfing. Easy
installafion with screw fermminals accepting #1210 #18 AWG
wire
« Strobe models available with 15 candela rating for
independent or single input acfivation
« Audible and strobe can operate from a single signaling
circuit with any of the (8) audible alerting sounds
« White Plate

Series MT4-115-WH-VNS

Specificafion and Ordering Informafion

Order Input Mounting Agency Approvals
Model Number Code Voltage Rated Candela Options# i WEA csPi B RER
MT-12/24-W 5024 12124 VDC - DEFGLMOR X X X X
MT4-115-5 6142 115 VAC - D.EJKNOR X A X X X
MT-121575W-NW 9747 12 VDC 15 (75 onAxs) DEFGLMOR X A b b *
= #3ee mounting options pull out guide
MTWE-2475W-NW 9744 24VDC & M X A X X in the last section of this binder.
MT4-115-WH-VNS 6143 116 VAC 15 DEJKNOR X X X X X X = Approved
*=Pendin
MT-24MCW-NW 3305 24VDC 1530/75M110 DEFLMOPRR X b X " o J
dBA and Current Ratings for Multitone Audible Portion
Lo Average Current Ratings (AMPS) dBA Reverberant Ratings Per UL 464 | dBA Anechoic Ratings R‘;‘;ﬁﬂ?ﬁ:{“ﬁ[ﬁ“
@24 VDO @ 12 VDC 120 VAC @ 24 VDC @ 12 VDC & 12 and 24 VDC 120 VAC
HI STD Hi STD HI STD Hi STD HI STD HI STD HI STD
Hom 0038 | 0024 ( 0095 | 0019 | 0050 | 0042 92 ar 50 ir 99 g3 88 g2
Bel 0019 | D.012 | 0030 | D010 | 0041 | 0039 86 a0 85 69 92 a7 82 75
March Time Hom | 0038 | 0024 | 0095 | 0019 | 0050 | 0040 89 84 a9 74 99 a3 85 79
Code-3 Hom 0033 | 0024 | 0095 | 0019 | 0050 | 0042 83 a3 a8 73 59 a3 85 75
Code-3 Tone 0027 | 0.016 | 0057 | 0014 | D042 | 0040 85 a0 24 70 95 g0 79 o
Slow Whoop 0047 | D025 | D095 | 0024 | 0050 | 0042 90 ag a9 75 99 04 88 a2
Siren 0034 | 0022 | 0078 | 0019 | 0.045 0.041 85 a4 a9 Ta ga 93 85 a2
HifLo 0020 ( 0.013 | 0042 | 0.0M 0.042 | 0.039 BE 81 a6 7 93 g8 a2 79
Tone Pattern Description Tone Pattern Description
Hom Broadband Hom (Continuous) Code-3 Tone | 500 Hz (ANSI153.41 Temporal Pattern)
Bell 1650 Hz Modulated (0.7 sec. On/Repeat) | Slow Whoop |500-1200 Hz Sweep (4.0 On/0 .5 sec. OfffRepeat)
March Time Hom |Hom (025 sec. On/0.25 sec. OfffRepeat) |Siren 600-1200 Sweep (1.0 sec. On/Repeat)
Code-3 Hom Homh (ANS1 532 .41 Temporal Pattern) Hi/lLo 1000/800 Hz (0.25 sec. On/Alternate)
All MT and MT4 strobe models for outdoor use are Listed for -31°F to 150°F (-35°C to 66°C) and maximum humidity of 95% RH.
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