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Series RSS Strobes &
Series RSSP Strobe

Plate Appliances

Description:
Wheelock Series R5S Sirobes provide a wide range ofinfensifies
and mounting opfions for wall or ceiling applications.

Series R55P Single & Muli-Candeld Strobe Plates are designed
for refrofitffing existing audible nofification appliances fo sfrobe
applications.

strobe Opfions:

Single Candela: 1575 cd (wall), 75 cd (weatherproof]

Multi Candela Field Selectable Wall: 15/30/75/110 cd or 135/185 cd
Celling: 15/30/75/05 cd or 115/177 cd

FIRE

Features:
« Patenfed Universal Mounting Plate
* Low current draw fo reduce power consumption and wiring costs

* Slrobes produce 1 flash per second over the regulated volfage range Series RSSP

« Synchronize with Wheelocks SM, DSM Sync Modules or PS-12/24-8CP
and P5-12/24-8MP Power Supplies with built-in sync protocol

Series RSS
Specification and Ordering Information
e Model  Model Agency Approvals
Modied Number gﬁ; Mﬁlrln El?::‘:.]i?tg ci?uﬁa HE‘C vgc Coloe  -Lowr. - Maoniing Orione Stllit;ﬂdﬁnm
Red White UL MEA CSFM FM BFP

RS5-24MCW-FR 9400 X - 153075110 X X - BDEFGHJNOPRX Square X X X X X
RSS-24MCW-FW a401 X : 167307510 X . 2 X  BDEFGHJNOPRX Square X X X X X
RSS-241575W-FR 7471 X - 15 (75 on Axis) X X s BOEFGHJMNOPRX Sguare X X X x X
RSS-241575W-FW 7788 X - 15 (75 on Axis) X - X BDEFGHJNOPRX  Square X X X X X
RSS-121575W-FR 7476 X - 15(750n Axis) - X* X - BDEFGHJNOPRX Sguare X X X X X
RSS-12157T5W-FW 7468 X - 15 (75 on Axis) - X - X BDEFGHJNOPRX  Square X X X X X
RSS-24MCC-FW 3158 - X 15307595 X 2 X  BDEFGHJNOPRX Squars X X X x ¥
RSS-24AMCCR-FW 3160 - X 15307595 X - X BDEFGHJNOPRX Round X X X X *
RSS5-24AMCCH-FW 3461 - X M5AT7 X - x BDEFGHJNOPRX  Square X X X % -
RSS-24MCCHR-FW 3463 - X 15177 X ; X BDEFGHJNOPRX Rowmd X X X * *
RSS-24MCWH-FR 465 X 135/185 X X BDEFGHJNOPRX Square X X x * *
RSSWP-247T5W-FR 9013 X : ;g“@@_gf:lf X X - BDEFGHJNOPRX Square X X X X *
RSSWP-2475W-FW 3034 X - ;ﬁ“@@; 1? FF X : X T (Cutdoor) Square X X X X
RSSP-121575W-FR 7798 X - 15(750nAxs) - X X - EZ Square X X X X X
RSSP-24MCW-FR 9402 X - 15307510 X X - EZ Square X X X X X
RSSP-241575W-FR 77a3 X - 15 (75 on Axis) - X - EZ Square X X X X X
RSSP-24MCWH-FR 9482 X 135/185 X X BDEFGHJNOPRX Square X X x * *

#See mounting options pull out guide in the last section of this binder.

Average RMS Current X =Approved  *=Pending
RSS/RSSP RSS/RSSP - Wall Mount RSS - Ceiling Mount
24VDC 241575W 24MCW 24MCWH 24MCC 24MCCH
Models
1575cd 15cd | 30cd | 75cd | 110cd | 135cd | 185cd| 15cd | 30cd | ¥5cd | 9dcd | 115cd | 17 7cd
24 vdc 0.060 0.041 | 0.063 | 0.109 | 0.140 | 0.195 | 0.270 | 0.045 | 0.070 | 0.119 | 0.159 | 0.195 | 0.270
UL max® 0.090 0060 | 0092|0165 0220 | 0300 | 0420 | 0.065 | 0105 (0189 | 0249 | 0.300 0.420
RSS/RSSP _:: I? ﬁff:: * RMS current ratings are per UL average RMS method. UL max current rating is the maximum
24VDC RMS current within the listed voltage range (16-33v for 24v units). For strobes the UL max
Models 121575W | current is usually at the minimum listed voltage (16v for 24v units). For audibles the max
current is usually at the maximum listed voltage (33v for 24v units). For unfiltered FWR
12 vdc 0.152 ratings, see installation instructions.
UL max* 0255
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