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Description:

Wheelock Series RSS5 Strobes provide d wide range ofinfensities
and mounting options forwall or ceiling applicafions.

series B55P Single & Mulfi-Candela Strobe Plates are designed
for retrofiting exisfing audible nofification appliances fo strobe

applications.
strobe Opfions:

Single Candela: 1575 cd (wall), 75 cd (weatherproof]
Multi Candela Field Selectable Wall:

Features:

Specification and Ordering Information

Patenfed Universal Mounfing Plafte

Low current draw To reduce power consumption and wiring costs
Strobes produce 1 flash per second over the reguldated voltage range
Synchronize with Wheelock’s SAM, DSM Sync Modules or PS-12/24-8CP
and PS-12/24-8MP Power Supplies with built-in sync protocol

Sobd by:

—~1- Series RSS Strobes &
2 Series RSSP Strobe

i
Toll Free: (877) 882-2668

Plate Appliances

15/30/75/110 cd or 135/185 cd
Celling: 15/30/75/05 cd or 115/177 cd

Series RSS

Series RSSP

= Model Model Agency Approvals
Model Number g O vAC Ve Color Color  Mounting Options# “aare Of
ode O oumn di i Red White an UL MEA CSEFM EM BEP
RSS-24MCW-FR 0400 X - 1503075110 X - X -  BDEFGHJNOPRX Square X X X X X
RSS-24MCW-FW 9401 X - 1530/75110 X - - X BDEFGHJNOPRX  Square X X X X X
RE5-241575W-FR 7471 X - 15 (75onAxis) X - X - B.DEFGHJNOPRX  Square X X X X X
RSS-241575W-FW 7788 X - 15({75onAxs) X - % X BDEFGHJMNOPRX Sgquare X X X X X
RSS5-121575W-FR 7476 X - 15 (75 on Axis) - X X - BD.EFGHJMNOPRX Square X X X X X
RS5-121575W-F\W 7468 X - 15 (V5 on Axis) - X - X BDEFGHJNOPRX  Square X X X X X
RES-24MCC-FW 3158 - x 15/30/75/95 X - - X BDEFGHJNOPRX  Square X X X X *
RSS5-24MCCR-FW 3160 - X 1530/75/95 X - - X BDEFGHJMNOPRX Round X 4 X X *
RSS-24MCCH-FW ME1 - X 115177 X - - X BDEFGHJNOPRX Sgquae X X X * =*
RSS5-24MCCHRE-FW 3463 - X M5ATT X - - X BDEFGHJMNOPRX Found X X X L =
RSS-24dMCWH-FR 3465 X 135/185 X X BDEFGHJMNOFPRX Square X X X * *
RSSWP-2475W-FR 9013 X - ;.ED@@I_ET.I?:II_—: X - X - BD.EFGHJMNOPRX Square X X X X *
RSSWP-2475W-FW 3034 X 2 ;%” @ty = 2 X T (Outdoor) Square X X X X *
@ -31°F
RSSP-121575W-FR 7798 X - 15 (75 on Axis) - X X - EZ Square X X X X X
RSSP-24MCW-FR 94032 X - 1530/75M110 X - X - EZ Square X X X X X
RSS5P-241575W-FR 7793 X - 15 (75 an Axis) - - X - EZL Square X X X X X
RSSP-24MCWH-FR 9482 X 135185 X X B.D.EFGHJNOPRX Square X X X * *
#See mounting options pull out guide in the last section of this binder.
Average RMS Current A=Approved.  “=Rending
RSS/RSSP RSS/IRSSP - Wall Mount RSS - Ceiling Mount
24VDC 241575W 24MCW 24MCWH 24MCC 24MCCH
Models
1575cd 15cd | 30cd | 7ocd | 110cd | 135cd | 185¢cd| 15¢cd | 30cd | 75cd | 95cd | 115¢cd | 177cd
24 vdc 0.060 0.041 | 0.063 | 0.109 | 0.140 | 0195 | 0.270 | 0.045 | 0.070 | 0119 | 0.159 | 0195 | 0.270
UL max* 0.090 0060 (0092|0165 | 0220 | 0300 | 0420 | 0065 | 0105 | 0.189 | 0.249 | 0.300 0.420
RSS/RSSP ‘::I? ﬁ:ﬂ: * RMS current ratings are per UL average RMS method. UL max current rating is the maximum
24VDC RMS current within the listed voltage range (16-33v for 24v units). For strobes the UL max
Models 121575W current is usually at the minimum listed voltage (16v for 24v units). For audibles the max
current is usually at the maximum listed voltage (33v for 24v units). For unfiltered FWR
12 vde 0.152 ratings, see installation instructions.
UL max* 0.255



