Sold by:

' L § F ]
W O e T
Helping People Take Action™ 1 = = = TW&E.DTI‘I m'ﬂm

hitipr
Tol Free: (877) 882-2666

Descripfion:

Series E Spedadkers & Speadker Strobes are designed for high
efficiency sound oufpuf with field selectable input volfage
(25/70 VRMS) and field selectable taps from 1/8 fo 2 watts.

Sfrobe Opftions:
single Candela Wall: 1575 cd
Mulfi Candela Field Selectable Wall: 15/30/75/110 cd

or 135/185 cd

Series E Low Profile
Speakers & Speaker

Strobes

Celling: 15/30/75/95 cd Series E70
or115/177 cd Speaker
Features:
« High efficiency design for maximum cufput atf minimum
wialfage across A listed freguency range of400 to 4000 Hz
« Strobes may be synchronized with Wheelocks SAM, DSA
Sync Modules or PS-12/24-8CP and PS-12/24-8MP Power Series E70 Series E90
Supplies with built-in sync protocol Speaker Strobe Speaker
Specification and Ordering Information
—— Order Wall Ceiling Strobe Model Model Model Mounting Agency Approvals
i it Code Mount Mount Candela Color Red Color White Color Nickel Options®# gy MEA CSFM FM BEP
E70-24MCW-FR 9022 X 153075110 X LOPQRUY X X X X X
E70-24MCW-FW 9023 X 15/30/75/110 . X LOPQRUY X X % o X
ET0-24MCW-FN 3093 X 1530751110 : : % Qu XX % X X
E70-241575W-FR 7871 X 15 (75 on Axis) X LOPQRUY X X S
E70-241575W-FW 7876 X 15 {75 on Axis) : % LOPQRUY X X % X X
E70-241575W-FN 3100 X 15 (75 on Axis) = : b LOPQRUY X X S T
E70-R 7BEE X X FaU XX XX X
E70-W 7868 X 3 X FQU XX XX X
ETO-N 3108 X X - X PQU X X X X X
ET0-24MCWH-FR 3470 X 135/185 X LOPQRUY X X k. X =
ET0-24MCWH-FW 3474 X 135/185 - X LOPQRUY X X X ¥
E70-24MCWH-FN 0059 X 135/185 - - X Qu XX X *
ES0-24MCC-FW 3165 X 15/30/75/95 3 X Quv XX % X ¥
ES0-24MCCFR 3165 X 15/30/75/95 X QUV XX x: X ¥
ES0-24MCC-FN 3185 X 15/30/75/95 : L X QuUV X X - I
. : #See mounting options
ES0-W 7869 X 2 X QUV XX X X X pull out guide in the last
ES0-R 7857 X X QuUV XK X X X section of this binder.
E%0-M 308 X X - X Quy X X X X X X = Approved
ES0-24MCCH-FW 3471 X ST 3 X guv X X X x * "= Pending
ES0-24MCCH-FR 3481 % 15177 X QuV XX % X
ES0-24MCCH-FN 0062 X 15177 : % Quv X X % X *
Average RMS Current
E70/E90 E70 Strobe Current - Wall Mount ES0 Strobe Current - Ceiling Mount
Speaker | 24157T5W 24MCW 24MCWH 24MCC 24MCCH
Strobes
1575cd 15cd | 30cd | 75cd | 110cd | 135¢cd | 185cd| 15cd | 30cd | 75cd | 95¢cd | 11dcd | 177cd
24 vdc 0.060 0.041 | 0.063 | 0109 | 0.140 | 0.195 | 0.270 | 0.045 | 0.070 | 0.119 | 0.159 | 0.195 | 0.270
UL max* 0.090 0060 | 0092|0165 ( 0220 | 0300 | 0420 0065 | 0105 | 0189 | 0.249 | 0300 | 0.420
& * RMS current ratings are per UL average RMS method. UL max current rating is
E70/ES0 UL Reverbant dBA @ 10 Feet the maximum RMS current within the listed voltage range (16-33v for 24v units).
For strobes the UL max current is usually at the minimum listed voltage {16v for
watts 1/8 1/4 1/2 1 2 24v units). For audibles the max current is usually at the maximum listed voltage
E Soeak — — — SED — (33v for 24v units). For unfiltered FWR ratings, see installation instructions.
eaker
P i ' i i i **dBA ratings are based on testing under UL Standard 1480.
E Speaker Strobe | 775 804 832 857 878 02/05




