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Helping Pecple Take Acton™ T e Series ET Speakers &
Speaker Strobes

Descripfion:

Series ET Speakers & Speaker Strobes provide high audio
output, clear audibility, field selectable inpuf voliage (25/70 WRAS)
and field selectable taps from 1/8 fo 8 watts.

Strobe Opflons.
Single Candela Wall: 1575 cd
Multi Candela Field Selectable Wall: 15/30/75/110 cd
or 135/185 cd
Ceiling: 15/30/75/95 cd Series ET70
or 115/177 cd Speaker

Features:

« High efficiency design for maximum oufput af minimum
wdatfage across d freguency range of 400 1o 4000 Hz

« Synchronize with Wheelocks SM, D5M Sync Modules or -
PS-12/24-8CP and PS-1 2;’24-BMP Power Supplies with built- Series ET70 Series ET90

in sync profocol Speaker Strobe Speaker
specification and Ordering Information

i Order ~ Wall  Ceiling Strobe Model Model Madel Mounting Agency Approvals
TR Code Mount Mount  Candela  ColorRed Color White ColorNickel Options# . MEA CSEM EM BEP
ET70-24MCW-FR 5020 X . 15/30/75/110 X - LOPQRUY X X X X X
ETTO-24MCWFW 5021 X 2 153075110 3 X LOPQRUY X X X X X
ET70-24MCW-FN 3031 X 3 1530751110 . : h au X X X X X
ET70-24157SW-FR 7848 X - 15 (75 on Auxis) X - LOPQRUY X X X X X
ET70-241575W-FN 3092 X - 15(75 on Axs) - - X Qu X X X X X
ET70-24MCWHFR 3472 X : 1350185 X - = LOPQRUY X X X x "
ET70-24MCWHFW 3475 X = 135185 z X = LOPQRUY X X X X *
ET7T0-24MCWHFN  0DS1 X . 1351185 ; - X au X X x x *
ET7OWP-247T5-FR 9077 X 2 150 X . : M{Oudoory X X X % ¥
ET30-24MCCFW 3164 - X 15307585 - X QuvYyYy X X X x ™
ETS0-24MCCFR 3163 3 ¥ 15/30/75/85 X : QuUYY X X %X x *
ETS0-24MCC-FN 3186 ; X 15/30/75/35 ] : X auyy X x X x ™
ETO0-24MCCHFW 3473 - X 115177 - X - Quvy X X X x *
ETS0-24MCCHFR 0139 ; X 115177 % : : QUYY X X X x ®
ETS0-24MCCH-FN D052 2 X 115177 : ; X Quvy X X X x * #See mounting
ET70-W 7844 X X : - X LOPGRUY X X X X X opuens pull ot
- guide in the last
ET70-R 7840 X X : X - LOPGRUY X X X X X dcdive ot thi
ET7O-N 3097 X X - - X Qu X X X X X binder.
ETS0-W 7846 X X = : X = Quy X X X X X X = Approved
ETS0-R 7842 X x - X : - Quy X X X X X "= Pending
ETI0-N 3098 X X = ] - X QUY X X X X X
Average RMS Current
ET70 Strobe current - Wall Mount ETS0 Strobe current - Ceiling Mount
ET70/ETS0 4
Speaker 24157T5W 24MCW 24MCWH 24MCC 24MCCH
Strobes
1o7ocd 1ocd 30cd focd | 110cd | 135¢cd | 185cd | 15cd 30cd focd | 95cd | 115cd | 177cd
24 vdc 0.060 0.041 0.063 | 0.109 | 0.140 0.195 | 0.270 | 0.045 | 0.070 | 0.119 | 0.153 | 0.195 0.270
UL max* 0.090 0060 | 0092 | 0165 | 0220 0300 | 0420 | 0065 | 01050 | 0189 | 0249 | 0300 | 0420

* RMS current ratings are per UL average RMS method. UL max current rating is

ET70/ET30 UL Reverberant dBA @ 10 Feet™ the maximum RMS current within the listed voitage range (16-33v for 24v units).

For strobes the UL max current is usually at the minimum listed voltage (16v for
s Mo ) 18 1 C 4 § 24v units). For audibles the max current is usually at the maximum listed voltage
ET Speaker 783! 815|844 | 872! 901|928 949 (33v for 24v units). For unfiltered FWR ratings, see insfallation instructions.
**dBA ratings are based on UL testing under UL Standard 1480
ET Speaker Strobe | 783 | 815|844 | 872 | 90.1( 928 | 949 02/05
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