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S8-70/25
S8-24MCC
S58-24dMCCH

SERIES S

8" Ceiling Speaker and Speaker
Strobes

Description:

The Senes 5, 8" Celling Speakers and Speaker Strobes are
available in three configurations: '
S8-70/25 |
Dual voltage, multi-tap speaker \
$8-24MCC \
=peaker with field selectable candela settings of 12/20/75/95cd

S8-24MCCH

Speaker with field selectable candela settings of 115/177cd

Features:

Speaker and Speaker Strobes
«  Dual voltage transformer (25/70V) Speaker Strobes Only

« Jumper selectable multiple wattage taps: 'z, 4, ¥z, »  Synchronized or non-synchronized strobe capability

1,248 «  Xenon flashtube with solid state circuitry enclosed in
+ Y93 dBA @ 8 watts of source power arugged Lexan® lens

*  Frequency Response: 200Hz - 15kHz » Field selectable candela settings
_ 400Hz —4kHz (UL) « UL Listed under Standard 1971
«  Magnet weight: 9.5 0z

+  Speaker impedance:8 ohms A ppﬁcaﬁans:
*  Round metal 127 grille, with white powder coated . Use with SP40/2 Multi-Function Audio Supervised
finish System

«  Compatible with DC circuit supervision

UL ik andes Staniand 145D +  Provides for audio guality background music

UL UL
Approvals 1480 | 1971 CSFM
S8-T0/25 X MN/A X

S58-24MCC X X X
S8-24dMCCH X X X

Specification and Ordering Information

Speaker Strobe Strobe
24MCCH
N!:Eﬁ?he.;r g?;; rﬁg:‘% dllglglt?d me:'t Rﬁgﬂﬂsd 1IIIIr%m:itrl1ﬂ§|la-ﬂ Candela Aﬁl;ﬂf?e 2
vl |w|1|2]|4]a| VDCFWR | VDLRMS Cument| y5eq | 30cd | 75ed | 95cd | 115¢d | 177cd
Sa-70/25 | 0052 | 2570 |75| 78| 81|84|87| 90| 93 16 VDC | 0.068 | 0.112| 0.211 [ 0.292 | 0.300 | 0420
S8-24MCC | 0054 | 2570 |75|78|81|84|a7|o0|93| 24 16.0-330 | 1580/7505 | | 24 VDC | 0.045| 0072 | 0.128 | 0.171| 0.195 | 0270
S8-24MCCH | 0056 | 250 |75| 78| 61|84 |67|00| 03| 24 16.0-330 | 115477 33VDC | 0.035| 0052 | 0089 | 0.118 | 0.145 | 0.190

Note: In order to maintain proper UL 1480 listing, the CBB-8 Speaker Back Box (available separately) or other LIL
approved back box must be installed.
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