{ Series MAX Industrial Strobes
AC-MAX « AC-MAXS - DC-MAX « DC-MAXS

AC-MAX-B

70

High Intensity, weather-resistant visible warning signals, designed for stationary or

mobile use. Applications for Series MAX strobes include hazard warning/alerting,

industrial visual signaling, strobe beacons for vehicles or equipment, process control area
notification, access gate/loading dock identification, and outdoor emergency (fire, security) strobe.
Applications for Strobe and Steady Light Models include location of specific equipment, eye
wash station/emergency medical kit location, emergency phone location, warning lights and
security alert indication.

Features for all Models

«  Approvals Include: UL Standard 1638 Listed for indoor or outdoor use

«  AC-MAX and AC-MAXS models are for 120 VAC applications

-  DC-MAX and DC-MAXS models are for DC applications DC voltage range:
10.5 VDC to 31.0 VDC

+  Powerful double flash light burst

« 60 double flashes per minute

« Available lens colors per SAE specifications: Amber, Blue, Clear, Red

«  Durable, high impact Lexan® lens construction

«  Mounting options: '/z inch pipe, surface mount, flange mount, standard 4-inch square
electrical box or Wheelock WBB Weather Resistant Backbox (order code 2959)

«  Overall height: 5 inches

« Diameter: 6.2 inches

«  Weight: 2 Ibs.

Sold by:
Features for Steady Light Models: 11
- Two 7 watt incandescent lamps ] ]|
- Independent wiring for electrical hook-up Bl 8 TWAcommecom
o hittp Foww. TWACOmMM.com
Toll Free: (877) B92-2666
Specifications and Ordering Information
Number | Code | Color |  VOltage Prodict Description Candela (cd)
AC-MAX-A 8120 | Amber 120 VAC  |Double Flash MAX Strobe a0
AC-MAX-B 8121 | Blue 120VAC | Double Flash MAX Strobe 12
AC-MAX-C 8122 | Clear 120VAC | Double Flash MAX Strobe 100
AC-MAX-R 8124 | Red 120 VAC  |Double Flash MAX Strobe 20
AC-MAXS-A | 8125 | Amber 120 VAC | Double Flash MAX Strobe wi two 7 watt steady light lamps 80
AC-MAXS-5 | 8126 | Blue 120 VAC | Double Flash MAX Strobe wi two 7 watt steady light lamps 12
AC-MAXS-C | 8127 | Clear 120 VAC | Double Flash MAX Strobe wi two 7 watt steady light lamps 100
AC-MAXS-R | 8129 | Red 120 VAC | Double Flash MAX Strobe wi two 7 watt steady light lamps 20
DC-MAX-A 8130 | Amber | 10.5-31.0 VDC | Double Flash MAX Strobe a0
DC-MAX-B 8131 | Blue |10.5-31.0VDC |Double Flash MAX Strobe 12
DC-MAX-C 8132 | Clear | 10.5-31.0VDC |Double Flash MAX Strobe 100
DC-MAX-R 8134 | Red |10.5-31.0VDC |Double Flash MAX Strobe 20
DC-MAXS-A | 8135 | Amber | 10.5-31.0 VDT | Double Flash MAX Strobe w' two 7 watt steady light lamps 80
DC-MAXS-8 | 8136 | Blue | 10.5-31.0VDC |Double Flash MAX Strobe wi two 7 watt steady light lamps 12
DC-MAXS-C | 8137 | Clear | 10.5-31.0 VDC | Double Flash MAX Strobe wi two 7 watt steady hght lamps 100
DC-MAXS-R | 8139 | Red [ 10.5-31.0VDC |Double Flash MAX Strobe wi two 7 watt steady light lamps 20

DC Inrush Current Draw:
Model Current Draw 19V 5A Max
AC-MAX and AC-MAXS |0.20 @ 120 VAC 24\ 10A Max
1227 mA @ 10.5 VDC 31V 12A Max
1010 mA @ 12 VDC
DC-MAX and DC-MAXS | ,o0" o @ 24 VDC Note:
344 mA @ 31 VDC Series MAX Strobes are not intended for
Steady Light Lamps Current Draw use in wash down areas.
AC-MAXS Models 120 mA
DC-MAXS Maodel 665 mA .
S " See page 4 for General and Technical Notes.



