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COMPRESSION TAPS

Shown connecting two
copper conductors

Part
Number Description Run Tap Unit Shipping Weight

lb (kg)

40163-004 C Taps #2 Stranded
#2 Solid

#2 Stranded
#2 Solid

1 1 (0.5)

40163-054 C Taps #2 Stranded
#2 Solid

#2 Stranded
#2 Solid

50 4 (1.8)

40163-003 C Taps #2 Stranded
#2 Solid

#4 Stranded
#8 Solid

1 1 (0.5)

40163-053 C Taps #2 Stranded
#2 Solid

#4 Stranded
#8 Solid

50 6 (2.7)

40163-002 C Taps #4 Stranded
#4 Solid

#4 Stranded
#6 Solid

1 1 (0.5)

40163-052 C Taps #4 Stranded
#4 Solid

#4 Stranded
#6 Solid

50 3 (1.4)

40163-001 C Taps #4 Stranded
#6 Solid

#6 Stranded
#6 Solid

1 1 (0.5)

40163-051 C Taps #4 Stranded
#6 Solid

#6 Stranded
#6 Solid

50 3 (1.4)

40163-005 C Taps 2/0 Stranded
1/0 Solid

#2 Stranded
#8 Solid

1 1 (0.5)

40163-055 C Taps 2/0 Stranded
1/0 Solid

#2 Stranded
#8 Solid

10 1 (0.5)

40163-007 C Taps 2/0 Stranded
1/0 Solid

2/0 Stranded
1/0 Solid

1 1 (0.5)

40163-057 C Taps 2/0 Stranded
1/0 Solid

2/0 Stranded
1/0 Solid

10 1 (0.5)

40163-006 C Taps 4/0 Stranded
3/0 Solid

#2 Stranded
#6 Solid

1 1 (0.5)

40163-056 C Taps 4/0 Stranded
3/0 Solid

#2 Stranded
#6 Solid

10 1 (0.5)

40163-008 C Taps 4/0 Stranded
3/0 Solid

2/0 Stranded
1/0 Solid

1 1 (0.5)

40163-058 C Taps 4/0 Stranded
3/0 Solid

2/0 Stranded
1/0 Solid

10 2 (0.9)

40163-009 C Taps 4/0 Stranded
3/0 Solid

4/0 Stranded
3/0 Solid

1 1 (0.5)

40163-059 C Taps 4/0 Stranded
3/0 Solid

4/0 Stranded
3/0 Solid

10 2 (0.9)

C-Type Compression Taps
C-Type Compression Taps connect two copper conductors with the use of a
hydraulic crimping tool.
• Available individually or in bulk packages
• Other sizes available on request
• UL Listed


