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e “V/” tooth design enables straight cuts on both push and
pull saw strokes.
e Resharpenable blade
¢ Pointed blade nose makes drywall surface penetration easy.
e Ergonomic handle is interchangeable with most
popular PVC saw brands.

CAT.NO.  UPC NO. BLADE LENGTH DESCRIPTION

322113 00113 13" (330 mm) PVC Saw
322114 00114 18" (457 mm) PVC Saw
322115 00115 13" (330 mm) Replacement Blade for 00113
322116 00116 18" (457 mm) Replacement Blade for 00114

e Cuts up to 8" pipe and 9-1/2" x 11" (241 x 280 mm) tray or duct.

e Convertible to wet cutting systems with optional accessories.

Three sawing speeds 76, 141, and 268 feet per minute (23, 43, and
82 meters per minute).

Converts to vertical in seconds.

Automatic shut-off after cut is complete.

Sturdy wheels for mobility and stability.

Heavy-duty, adjustable hydraulic feed.

Heavy-duty, steel bed with welded steel legs.

SPECIFICATIONS
Capacity
Rectangular 9-1/2" x 11" (241.3 x 279.4 mm)
Round 9-1/2" Dia. or 8" Pipe (241.3 mm)
45° Angle 5-1/2" x 5-1/2" (139.7 x 139.7 mm)

Vertical Work Table 7-5/8" x 10" (193.7 x 254.0 mm)

CAT. NO. UPC NO.  DESCRIPTION Throat Height 9-1/2" (241.3 mm)
1399 31961 9-1/2" x 11" capacity Mobile Band Saw Throat Depth 6-1/4" (158.8 mm)

(241.3x279.4 mm) Dimensions 52" h. x 47" 1. x 27" w. (13208 h. x 11938 |. x 685.8 w. mm)
1399-22 32364 9-1/2" x 11" capacity Mobile Band Saw

(241.3 X 279.4 mm) 220 VAC Power Source 1399 —120 VAC 1/2 Horsepower. 1399-22 — 220 VAC
32322 32322 Wet Cutting System Weight 346 Ibs. (157 kg)
32237 32237 Vertical Work Table Blade Size 1/2" x.025" x 93" (12.7 mm x 0.64 mm x 2362 mm)

Band Saw Blades

Perfect for your mobile or portable band saw, these top-quality, bimetal

blades feature high-speed steel teeth that can handle even tough metals

like stainless steel with ease. Virtually unbreakable, too.

e Bimetal blades feature high-speed tool steel, bonded to an extra-tough
alloy back for maximum hardness and heat resistance.

e Fits most popular models of portable band saws.
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MOBILE BAND SAW BLADES
CAT. NO. UPC NO. DESCRIPTION TYPE APPLICATION TEETH PER INCH QTY. PER PK.
399-14A 32336 1/2" x .025" x 93" Mobile Band Saw Blade Bimetal Metal 10.14 3
399-18A 32337 1/2" x.025" x 93" Mobile Band Saw Blade Bimetal Metal 18 3
399-24A 32338 1/2" x .025" x 93" Mobile Band Saw Blade Bimetal Metal 24 3
389-1014 10044 1/2 x .020 x 44-7/8 Portable Band Saw Blade Bimetal Metal 10/14 3
389-1418 10045 1/2 x .020 x 44-7/8 Portable Band Saw Blade Bimetal Metal 14/18 3
389-24 10043 1/2 x .020 x 44-7/8 Portable Band Saw Blade Bimetal Metal 24 3
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