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30 AMP Locking Devices

30 AMP 30Y 277/480V 4-Pole 4-Wire Non-Grounding

DESCRIPTION CAT. NO. CORDDIA. WIRE GAUGE NEMA
(inches) (stranded) CONFIG.

Single Flush Receptacle* 2760t )

Locking Plug, Black Nylon Body* 2761 595-1.150 10-18 L16-30R

Locking Connector, Black Nylon Body* 2763 0951120 10-18 :

Locking Flanged Inlet* 2765  1o.a08
Locking Flanged Qutlet* 2766
30 AMP 30Y 347/600V 4-Pole 4-Wire Non-Grounding

DESCRIPTION CAT. NO. CORDDIA. WIRE GAUGE NEMA
{inches) {stranded) CONFIG.

Single Flush Receptacle* 2770t =

Locking Plug, Black Nylon Body * 2771 595-1.150 10-18 L20-30R

Locking Connector, Black Nylon Body* 2773 595-1.150 10-18 ;

Locking Flanged Inlet* 2775 A

Locking Flanged Qutlet* 2776

30 AMP 30Y 120208V 4-Pole 5-Wire Grounding

DESCRIPTION CAT. NO. CORDDIA. WIRE GAUGE NEMA
{inches) {stranded) CONFIG.

Single Flush Receptacle 2810t

Single Flush Receptacle, Isolated Ground 2810-1G7 Vi ‘j*uf

Locking Plug, Black Nylon Body 2811 595-1.150 10-18 =

Locking Connector, Black Nylon BEody 2813 09511320 10-18

Locking Flanged Inlet 2815 L21-30P

Locking Flanged Outlet 2816

SPECIFICATIONS & FEATURES

Ir_;:% éﬂgfi?:ﬁ:ﬁgpf;ﬁﬁd%%ﬁ & %gﬂgﬁéiﬁ 30 AMP 30Y 277/480V 4-Pole 5-Wire Grounding

including isolated ground and non-grounding DESCRIPTION CAT. NO. CORDDIA. WIRE GAUGE NEMA
. hu{:lﬂn_% Plugs and Cc:nn;actﬂrs fea:fure {inches) {stranded) CONFIG.
eavy-duty construction for top performance h
in me}renﬁnnmentm -:3:-:tner‘r1-55“’.:J +:E% grueling Single Flush Receptacle 2820t =
industrial settings Single Flush Receptacle, Isolated Ground 2820-IGt )

' ,':_';”dgfsi'ﬂﬁfﬁ"%e?j”g?fnaﬁgn'{;ég foendur® | ocking Plug, Black Nylon Body 2821 5951150 1018

==
assure asm::n::ilh sh fit and outstanding Locking Connector, Black Nylon Body 2823 .595-1.150 10-18
resistance to Erackmg and breaking 5
Locking Flanged Inlet 2825 L
TESTING & CODE COMPLIANCE Locking Flanged Outlet 2826

= All receptacles, plugs, connectors, inlets and

outets e designed o meet NEMAWD-%s 30 AMP 30Y 347/600V 4-Pole 5-Wire Grounding

standards
DESCRIPTION CAT. NO. CORDDIA. WIRE GAUGE NEMA
= UL Fed Spec_ Listed WC-596 (File #E-13399 -
E%atzg]% ggzﬁg EEE;TES EEEE ET?E 2810, (inches) (stranded) CONFIG.
ile .
B S B R2T8:  Goce Fiush Receptacl =
9823, 9825, 2831, 2833, 2835) Elngl_e Flush Receptacle, Isolated Ground 2830-1G - pﬂﬂ?
- CSA Cemﬁed {F.|E # R-406) Locking Plug, Black Nylon Body 2831 595-1.150 10—18 3
» NOM Certified (#057) Locking Connector, Black Nylon Body 2833 595-1.150  10-18
= Backed by a Lifetime Warranty -
Locking Flanged Inlet 2835 LR
MATERIAL CHARACTERISTICS Locking Flanged Outlet 2836
Environmental: Flammability per ULS4 or CSA : — : -
C22/06 Requirements tUses stainless steel wallplate, Cat. No. 84020-40. For additional wallplate selections, please see Section G.
COperating Temperature: -40°C to 60°C For Corrosion Resistant Locking Devices, please check pages K2—Kb

Weather-Resistant Boots for 304 Locking Plugs and Connectors are listed on page J20
All devicas are UL Listed. Also CSA certified except where indicated by *
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TAP FOR #5-33 UNC SCREW _@2.22 (56.4 mm)_ L 2.70 (8.7 mm) @ 2.22 (56.4 mm) 3.78 (96 mm)
@ 2,687 = 0.01 (3 PLACES ' : '
* 68 Z5mm = 03] LOCKING PLUG LOCKING CONNECTOR

Cat. No. 2761 Cat. No. 2763
@ To learn more about Leviton's outstanding offering of devices visit our Website at: www.leviton.com ....Building a Connected World




