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Locking Devices

30 AMP Locking Devices

30 AMP 30 250V 3-Pole 3-Wire Non-Grounding

DESCRIPTION CAT. NO. CORDDIA. WIRE GAUGE NEMA
(inches) (stranded) CONFIG.

Single Flush Receptacle* 2670t

Locking Plug, Black Nylon Body* 2671 385860 10-18 L4130

Locking Connector, Black Nylon Body*x 2673 385-.860 10-18

Locking Flanged Inlet* 2675 mep

Locking Flanged Outlet* 2676

30 AMP 30 480V 3-Pole 3-Wire Non-Grounding

DESCRIPTION CAT.NO. CORDDIA. WIRE GAUGE NEMA
(inches) (stranded) CONFIG.

Single Flush Receptacle* 2680t

Locking Plug, Black Nylon Body* 2681 385860 1018 sk

Locking Connector, Black Nylon Body* 2683 385—.860 10-18

Locking Flanged Inlet* 2685 | 12-30P @

Locking Flanged QOutlet* 2686

30 AMP 30 600V 3-Pole 3-Wire Non-Grounding

SPECIFICATIONS & FEATURES

« V0-MAX™ Locking Receptacles carmy a UL
94 V-0 Flammabﬂﬁy Rating, the best rating of

DESCRIPTION CAT. NO. CORDDIA. WIRE GAUGE NEMA
(inches) (stranded) CONFIG.

Single Flush Receptacle* 2690t

Locking Plug, Black Nylon Body* 2691 385 860 10-18 L‘“”H

Locking Connector, Black Nylon Body* 2693 .385-.860 10-18

Locking Flanged Inlet* 2695 LTH}p

Locking Flanged Outlet* 2696

30 AMP 125/250V 3-Pole 4-Wire Grounding

any matenal used in Indu |E| Lﬂckmg Flush DESEEIPTIDH GAT. "D. ':_:DRD DIA. WIRE GAUGE "EMA

Receptacle available today (inches) (stranded) CONFIG.
» Locking Plugs and Connectors feature - ™ e

hEEI'-.-"_-,f {:|I_.|t'_||.r B o i e top pEI‘fﬂ o V-0-MAX EIHQ|E Flush RECEPIENE 2710t

in the environmental extremes of grueling V-0-MAX™ Single Flush Receptacle, 2710-1GT

industnal settings Isolated Ground =
. Fla ed Inlets and Cutlets are built to enn:lure . L14-30R [off o~

Use with rug %Ed n¥|ﬂn flanges tha Locking Plug, Black Nylon Body 2711 0951150 10-18

ES-S'I..IFE a smooth 2 ltdaﬂd mdtstandlng Locking Plug, Yellow Nylon Body 2711-CY 095-1.150 10-18

resistance fo cracking and breaking Locking Connector, Black Nylon Body 2713 5951150  10-18 .
TESTING & CODE COMPLIANCE L'DI:H]H'Q‘ Connector, Yellow N'y‘hl‘l Eim:ly 27 13-CY 2951150 10-18

= All receptacles, plugs, connectars mlets and Locking Flanged Inlet 2715

outlets are designad to meet NEMA W -

and ANSI C-73, and to meet/exceed LIL -198 Locking Flanged Outlet 2716

standards

« UL Fed. Spec. Listed WC-596 (File #13399 —
Cat. Nos_ 2670, 2676, 2680, 2686, 2650,
2696 2710 z?fa File #£-13393 — Cat. Nos.,
2671, 2673, 2675, 2681, 2683 2685, 2691,
2693, 2695, 2711, 2713 Z715)
- CSA Certified (File #LR-406)

= NOM Certified (File #057)
« Backed by a Litetime Warranty

MATERIAL CHARACTERISTICS

Environmental: Flammability per ULS4 or CSA
C22/06 Requirements

Operating Temperature: -40°C to 60°C

@ 2 28 (57 94mm}

PANEL OPENING
FORALL
20A.730A

4 AND 5 WIRE
INLETS &
OUTLETS

H-
ok

fal

TAP FOR #3-32 UNC SCREW
(3] PLACES

B 2EET =001
[68_25mm = 0.3)

1.06 (26,8 mm)

tUses stainless steel wallplate, Cat. No. 84020-40. For additional wallplate selections, please see Section G.
For Corrosion Resistant Locking Devices, please check pages KZ2-K5
Weather-Resistant Boots for 304 Locking Plugs and Connectors are listed on page J20
All devices are UL Listed. Also CSA cerfified except where indicated by %
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To learn more about Leviton’s outstanding offering of devices visit our Website at: www leviton.com ....

Building a Connected World



