
 

Terrestrial can be off-air antenna, HD antenna, cable, cable modem, a modulated signal or anything transmitted on a frequency between 5 and 862 MHz. 

 

DirecTV® 

Standard Definition 
101  

High Definition Triple Sat 
101 / 110 / 119 

6 Receivers 

SMS5602NF 

8 Receivers 

SMS5802NF 

12 Receivers 

DMS51202NF 

16 Receivers 
DMS51602NF 

With terrestrial input 
 

Without terrestrial input 

4 Receivers 

SMS241F 
Non-Powered 
Multiswitches 

Powered 
Multiswitches 

6 Receivers 
SMS261F 

8 Receivers 
SMS281F 

4 Receivers 
SMS3403NF 

4 Receivers 
SMS341F 

6 Receivers  
SMS361F 

8 Receivers 
SMS381F 

6 Receivers 
SMS3603NF 

8 Receivers 
SMS3803NF 

Over 8 Receivers 
Single Sat Cascade 

Over 8 Receivers 
Single Sat Cascade 

Over 8 Receivers 
Single Sat Cascade 

Over 16 Receivers 
Multi-Sat Cascade 

When connecting to a 
DirecTV ® high definition 

system – a triple LNB, 
integrated dish, a dish 
with a multiswitch built 
in, etc. – you must set 
the orange dial labeled 

LNB to 22kHz! 
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Terrestrial can be off-air antenna, HD antenna, cable, cable modem, a modulated signal or anything transmitted on a frequency between 5 and 862 MHz. 

 

Dish Network® 

Dish 500® 
Example: Legacy 

DishPro ® 
(Can handle up to 4 orbital positions) 

6 Receivers  
(1) SBK5502NF and (1) 

DMK5562F or  
DMS51202NF 

8 Receivers 
(1) SBK5502NF and (1) 

DMK5582F or 
DMS51202NF 

12 Receivers 
DMS51202NF 

 

16 Receivers 
DMS51602NF 

 

Over 16 Receivers 
Multi-Sat Cascade 

System 

Satellites  
110 & 119 

Satellites   
110 / 119 / 61.5 

4 Receivers 
(3) SMS3403NF and (4) SAR410F 

4 Receivers 
(2) SMS3403NF and (4) SUR210F 

6 Receivers 
(2) SMS3603NF and (6) SUR210F 

8 Receivers 
(2) SMS3803NF and (8) SUR210F 

Over 8 Receivers 
Contact Spaun/USA 

410-643-6535 

6 Receivers 
(3) SMS3603NF and (6) SAR410F 

8 Receivers 
(3) SMS3803NF and (8) SAR410F 

Over 8 Receivers 
Contact Spaun/USA 

410-643-6535 

One dual LNB (13V / 18V)  
See DirecTV non-powered 

multiswitch 
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Terrestrial can be off-air antenna, HD antenna, cable, cable modem, a modulated signal or anything transmitted on a frequency between 5 and 862 MHz. 

 

Amplifiers 

SAT-IF ONLY 
950 … 2150 MHz 

Terrestrial Signal 
5….862 MHz 

 

SAT – IF  
& Terrestrial 

Powered & Non--Powered  

10dB gain  
Approximately 100ft 

SVF10F 

21dB gain 
Approximately 200ft 

SVF20LE 

28dB gain 
Approximately 325ft 

SVF128F 

10dB gain 
Approximately 100ft 

NVF110f 

10dB gain TERR  30dB gain SAT-IF 
Approximately 350ft 

SVN230F 

20dB gain TERR  26dB gain SAT-IF 
Approximately 300ft 

NVS126F 

20, 30, 40dB gain selectable 

HLV40/30F 
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