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10mm Compact Fluorescent Lampholders with Round Bodies
For G24d Lamp Bases, 2-Pin — Rating: 75 WATT 600V

Bottom Screw-Down Mounting

CAT. NO. COLOR LAMP PHILIPS OSRAM GE
BASE SYLVANIA LIGHTING
26725-2A0 Black G24d-1 PL-C DULUX D DOUBLE BIAX
10W, 13W 10W, 13W 10W, 13W
26725-2A2 Green G24d-2 PL-C, 18W DULUX D, 18W DOUBLE BIAX 18W
DULUXT, 18W
26725-2A3 Orange G24d-3 PL-C, 26W DULUX D, 26W DOUBLE BIAX 26W
DULUXT, 26W
For G24q and GX24q Lamp Bases, 4-Pin — Rating: 75 WATT 600V
Bottom Screw-Down Mounting — Suitable for Dimming or
Electronic Ballasts
CAT. NO. COLOR LAMP PHILIPS OSRAM GE
BASE SYLVANIA LIGHTING
26725-4A1 Black G24g-1 PL-C DULUX-D DOUBLE BIAX
10W, 13W 10W, 13W 10W, 13W
TRIPLE BIAX 13W
26725-4A2 Green G24q-2 PL-C, 18W DULUX D, 18W DOUBLE BIAX, 18W
Green GX24qg-2 PL-C, 18W DULUXT/E, 18W  TRIPLE BIAX, 18W
26725-4A3 Orange G24g-3 PL-C, 26W DULUX D, 26W DOUBLE BIAX, 26W
Orange GX24g-3 PL-T DULUX T/E TRIPLE BIAX
26W, 32W 26W, 32W 26W, 32W
26725-4A4 Yellow GX24g-4 PL-T, 42W DULUXT/E, 42W PERFORMANCE
BlAX 42W
26725-4A5 Blue GX24q-5 —_— DULUX T/E, 5TW BlAX Q/E, 5TW
26725-4A6 Red GX24q-6 — — BlAX Q/E, TOW
26725-4A5 Mo color code  G24g-3 PL-T DULUX T/E TRIPLE BIAX
Liniversal® White bo GX24g-4 26W, 32W 26W, 32W, 26W, 32W, 42W
SPECIFICATIONS & FEATURES only % sat AW AW
« “smart’ CFL Lampholders are color-coded for
easy wattage identification *For use with unrversal ballast only
* All 4-pin lamphelders have internal rejection Note: Lamp names are trademarked by manufacturers
feature that prevents insertion of 2-pin lamps
« Metal-spnng lamp-retainer clip provides
pﬂsitj;seﬁgrr?p retenfion and jspmpnm durable 1.40 (35.6 mm) 1.21 (30.8 mm)
than plastic clips 1.28 (32.6 mm)
= Two wiring ports per contact speed hamess 1.09
WM & 014 (3.5 mm) 0.94 {27.6 mm)
» Wire-routing options for top or bottom side of (23.8 mm) 0.20 {5.2 mm}| |
mounting pane! for easier assembly @ 0.25 (6.4 mm) |
- Bodies are white thermoplastic (with color- \‘\.ﬂ — B B
coding as indicated) SR - 1\}
« Cuick-connect push-in wiring terminals acc = | L
No. 18 AWG said or thistectand-overtined. gk 6 | o[ [-—FEYWAY s st el
leads, stripped 3/8 inch S | — T7h
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1.40 (35.6 mm)

Cat No. 267254A5

To leam more about Leviton’s outstanding offenng of devices visit our Website at: www leviton.com .... Building a Connected World
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