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30 AMP Locking Devices

30 AMP 277V 2-Pole 3-Wire Grounding

DESCRIPTION CAT.NO. CORDDIA. WIRE GAUGE NEMA
{inches) (stranded) CONFIG.

Single Flush Receptacle 2630t
Single Flush Receptacle, 2630-IGT
Iselated Ground
Locking Plug, Black Nylon Body 2631 385—.860 10-18 i S
Lighted Locking Plug, Black Nylon Body 2631-PLC  .385—780 10-18 HrER
(check for availability)
Locking Connector, Black Nylon Body 2633 385—.860 10-18 .
Lighted Locking Connector, 2633-PLC  .385-780 10-18 2661
Black Nylon Body (check for availability)
Locking Flanged Inlet 2635
Locking Flanged Qutlet 2636 :
30 AMP 480V 2-Pole 3-Wire Grounding
DESCRIPTION CAT.NO. CORDDIA. WIRE GAUGE NEMA
({inches) (stranded) CONFIG.
Single Flush Receptacle 2640t
Single Flush Receptacle, 2640-1G1 =
Isolated Ground s30m (] )
Locking Plug, Black Nylon Body 2641 385—.860 10-18
Locking Connector, Black Nylon Body 2643 385-860  10-18 e @
Locking Flanged Inlet 2645
Locking Flanged Outlet 2646
30 AMP 600V 2-Pole 3-Wire Grounding
e dd Lo G- TR ﬁl?mﬂﬂ ;:;IA' }.’;':Ir:!;“{d?-gdL;GE EEﬁ#IG SPECIFICATIONS & FEATURES
- « Locking Receptacles feature a complete
Single Flush Receptacle 26201 _range_gf r_atingpstaand NEMA cmﬁgur’:;:atiﬂnsr_,
Single Flush Receptacle, 2650-IGt 3 including isolated ground and non-grounding
Isolated Ground Lo-303 [ « Locking Plugs and Connectors feature

) 22 heavy-duty constructon for top performance
Locking Plug, Black Nylon Body C2651 385—.860 10-18 in the environmental extremes of grueling

- = T indusirial settings
Locking Connector, Black Nylon Body _ C2653 385-860  10-18 ae B ey o AR
Locking Flanged Inlet 2655 hard use with rﬁ E%ﬁ |T|;-]n ﬂc?ngtesgt, trr:ﬁt

- assure a smooth, flush fit and outstanding
Locking Flanged Outlet 2696 resistance to cracking and breaking
30 AMP 125/250V 3-Pole 3-Wire Non-Grounding TESTING & CODE COMPLIANCE

« All tac lugs, tors. inlets and

DESCRIPTION CAT.NO. CORDDIA. WIRE GAUGE NEMA outlets are designed to meet NEMA WD-6,
{inches) (stranded) CONFIG. atnd ﬁNr.gl C-73,"and to meet/exceed UL 498

Single Flush Receptacle * 2660-At : ;_j:;;%%?j; oc Listed WC 596 (Fle e

i : L10-30R — Cat. Mos., : i :
Locking Plug, Black Nylon Body* 2661 385-.860 10-18 %E?DHEEEEE%?EEE%EE%EEE j*%E,a_{ ».|| 3;5933_

i * e i, at._MNos._ 263 .
ank!ng Connector, Black Nylon Body®* 2663 .385-.860 10-18 A (o651 CEEa VBRE BT DBRS.
Locking Flanged Inlet* 2669 L10-30P @ 2665)

2 « CSA Certified (File #LR-406)

*
Locking Flanged Outlet 2666 - NOM Certified (#057)
TUses stainless steel wallplate, Cat. No. 84020-40. For additional wallplate selections, please see Section G. » Backed by a Lifetime Warranty
For Corrosion Resistant Locking Devices, please check pages K2—K5 MATERIAL CHARACTERISTICS
Weather-Resistant Boots for 30A Locking Plugs and Connectors are listed on page J20 Enwironmental: Flammability per UL94 or CSA
All devices are UL Listed. Also CSA certified except where indicated by * C22/06 Requirements
Operating Temperature: -40°C to 60°C
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For answers to technical questions, call Leviton's Techline at 1-800-524-3005 ....Building a Connected World ®



