Commercial Grade

Single Pole

Cam-Type Connectors

16 Series — Taper Nose — Up to 400 AMP,* 600V
*Refer to Ampacity Chart for all cable sizes on page JJ2

Multi-Way Connectors

PARALLELING TEE
FEMALE-MALE-MALE

TAPPING TEE
FEMALE-FEMALE-MALE

COLOR CAT. NO. CAT. NO.
Black 16A21-E 16A22-E
White 16A21-W 16A22-W
Red 16A21R 16A22R
Blue 16A21-B 16A22-B
Green 16A21-G 16A22-G
Yellow 16A21-Y 16A22-Y
Orange 16A21-0 16A22-0
Brown 16A21-H 16A22-H
Multi-Way Connectors
3-FER 3-FER

MALE-FEMALE-FEMALE-FEMALE

FEMALE-MALE-MALE-MALE

COLOR CAT. NO. CAT. NO.
Black 16A23-E 16A26-E
White 16A23-W 16A26-W
Red 164A23-R 16A26-R
Blue 16A23-B 16A26-B
Green 164A23-G 16A26-G
Yellow 164A23-Y 16A26-Y
Orange 16A23-0 16A26-0
Brown 16423-H 16A26-H

Multi-Way Connectors

e

| 16RSW-R

e

DOUBLE FEMALE

DOUBLE MALE

SPECIFICATIONS & FEATURES

= Leviton ECT 16 Senes Taper Mose
products are the connectors of choice for
concerts, sound stages, movie making,
television production, sporting events
and conventions.

TESTING & CODE COMPLIANCE
« UL Listed E-13395
« CSA Certified LR-406

= NEMA 3R-Rated for use in outside
locations

4.50 (114.3 mm)

FEMALE-FEMALE MALE-MALE
COLOR CAT. NO. CAT. NO.
Black 16A24-F 16A25-E
White 16A24-W 16A25W
Red 16A24R 16A25R
Blue 16A24-B 16A25-B
Green 16A24-G 16A25-G
Yellow 16A24-Y 16A25-Y
Orange 16A24-0 16A25-0
Brown 16A24-H 16A25-H
Panel Receptacle—with Micro Switch

THREADED STUD STYLE by

(CABLE SIZE: #2—-4/0)

FEMALE
COLOR CAT. NO.
Red 16RSW-R
Black T6RSW-E

*Available in vanous threaded stud lengths
“*The 400-ampere connectors are UL Listed when used with 4/0, 90° C or 105° C cable
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To learmn more about Leviton’s outstanding offenng of devices visit our Website at: www leviton.com ....Building a Connected World



