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15 AMP 250V 2-Pole 3-Wire Grounding
DESCRIPTION CAT.NO. CORDDIA. WIRE GAUGE NEMA
(inches) (stranded) CONFIG.
Duplex Flush Receptacle, Self 4550
Grounding, Back and Side Wired
Duplex Flush Receptacle, Isolated 4520-1G
Ground, Back and Side Wired
Single Flush Receptacle 4560™
Single Flush Receptacle, w/Short Strap  4560-55
Single Flush Receptacle, 4560-1G* =R
4570-CA Isolated Ground e (] >
Single Flush Receptacle, Isolated 4560-51G
Ground, w/Short Strap
Locking Plug, Black Nylon Body 4570-C 245-700 10-18 i
Angle Locking Plug, Black Nylon Body  4570-CA 245-.700 1018
Locking Plug, Yellow Nylon Body 4570-CY 245700 10-18
Locking Connector, BElack Nylon Body 4579-C 245—700 10-18
Locking Connector, Yellow Nylon Body  45759-CY 245700 10-18
Locking Flanged Outlet 4585-C
Locking Flanged Inlet 4586-C
15 AMP 277V 2-Pole 3-Wire Grounding
DESCRIPTION CAT. NO. CORDDIA. WIRE GAUGE NEMA
(inches) (stranded) CONFIG.
Duplex Flush Receptacle, Self 47320
Grounding, Back and Side Wired
Duplex Flush Receptacle, Islolated 4570-1G
Ground, Back and Side Wired
SPECIFICATIONS & FEATURES Single Flush Receptacle 4760
» Locking Receptacles feature a complete .
Tarigs G v el NEMA corfi b, Single Flush Receptacle, w/Short Strap ~ 4760-SS
including isolated ground and non-grounding  Single Flush Receptacle, 4760-1G**
» Locking Plugs and Connectors feature heavy-  Isolated Ground
duty constriction for top performance in the -
environmental extremes of grueling industrial Single Flush Receptacle, Isolated 4760-S1G !
settings Ground, w/Short Strap Shl
v fs‘je‘gjﬁﬁa”deﬂ'ﬁ'efﬁﬁgn%% ﬁéﬁ”d“m Locking Plug, Black Nylon Body 47T70-C 245700  10-18
assure a smooth, flush fit and outstandi : i _ e
resistance to cracking and breaking J.! Lighted Locking Plug, Black Nylon Body 4770-PLC 245—700 10-18 L7-15¢
Angle Locking Plug, Black Nylon Body  4770-CA 245700 10-18
Tiﬂg‘:&ﬂf“ﬁ iﬁ:ﬁﬁsﬂilem .4  Locking Plug, Yellow Nylon Body ATTO-CY 245700 1018
outlets E,E dEEiQF:jE ta meet NEMA wmg Locking Connector, Black Nylon Body 4779-C 245700 10-18
and ANSI C-73.and tomeetiexceed UL 498 1 5 cking Connector, Yellow Nylon Body  4779CY 245700 10-18
* UL Fed Spec. Listed WC-536 (File #£-13393 | jghted Locking Connector AT79-PLC  245-700 10-18
— Cat. Nos. 4550, 4560 4585-C 4750 4760, ' ' '
4785-C: File #£-13393 — Cat._ Nos, 4570, Black Nylon Body
%%bedégrﬁeﬁ' ﬁF?#' EZ%Eﬂ?BE-C} Locking Flanged Outlet 4785-C
Stied (1 te AL 6 Locking Flanged Inlet 4786-C

« NOM Certified (#057)
« Backed by a Lifetime Warranty

MATERIAL CHARACTERISTICS

Environmental: Flammability per UL94 or CSA
C22/06 Hequirements

Operating Temperature: -40°C to 60°C

2.11 {5257 mm)

@ 1.75 (44.45mm) max.

SUGGESTED PANEL

OPENING FOR 15A,

/ | @ 20A STRAIGHT BLADE

AND 15A LOCKING
FLANGED INLETS
AND QUTLETS

P1.72 (43.66mm) min.

**lUses stainless steel wallplate, Cat. No. 84004-40. For additional wallplate selecbons, please see Section G.
For Corrosion Resistant Locking Devices, please check pages K2-K5
Weather-Resistant Boots for 15A Locking Plugs and Connectors are listed on page J20

All devices are UL Listed and CSA certified.
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ANGLE LOCKING PLUG
Cat. No. 4570-CA
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LOCKING CONNECTOR

Cat. No. 4573-C

To leam more about Leviton's outstanding offenng of devices visit our Website at: www leviton.com ....Building a Connected World



