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Series MT & MT Strobe
Multitone Electronic

Signals
Description:Description:Description:Description:Description:
Wheelock’s Series MT and MT Strobe Multitone electronic
signals offer a choice of eight (8) alerting sounds:  Horn, Bell,
March Time Horn, Code-3 Tone, Code-3 Horn, Slow Whoop,
Siren or Hi/Lo Tone.  One alarm appliance can provide
superior sound penetration for various ambient and room
conditions with two field selectable sound output levels.

Features:Features:Features:Features:Features:
• UL Standard 464, 1638 and 1971 Listed
• 12 VDC and 24 VDC and 115 VAC models available
• Low cost and easy installation via standard electrical boxes.

Attractive flush or surface mounting options
• No additional trimplate required for flush mounting. Easy

installation with screw terminals accepting #12 to #18 AWG
wire

• Strobe models available with 15 candela rating for
independent or single input activation

• Audible and strobe can operate from a single signaling
circuit with any of the (8) audible alerting sounds

• White Plate

Series MT-121575W-NW
MTWP-2475W-FW
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LU AEM MFSC MF PFB

W-42/21-TM 4205 CDV42/21 - R,O,M,L,G,F,E,D X X X X X

S-511-4TM 2416 CAV511 - R,O,N,K,J,E,D X X X X X

WN-W575121-TM 7479 CDV21 )sixAno57(51 R,O,M,L,G,F,E,D X X X X *

WN-W5742-PWTM 4479 CDV42 57 M X X X X *

SNV-HW-511-4TM 3416 CAV511 51 R,O,N,K,J,E,D X X X X X

WN-WCM42-TM 5033 CDV42 011/57/03/51 R,P,O,M,L,F,E,D X * X * *
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IH DTS IH DTS IH DTS IH DTS IH DTS IH DTS IH DTS

nroH 830.0 420.0 590.0 910.0 050.0 240.0 29 78 09 77 99 39 88 28

lleB 910.0 210.0 030.0 010.0 140.0 930.0 68 08 58 96 29 78 28 57

nroHemiThcraM 830.0 420.0 590.0 910.0 050.0 040.0 98 48 98 47 99 39 58 97

nroH3-edoC 830.0 420.0 590.0 910.0 050.0 240.0 88 38 88 37 99 39 58 57

enoT3-edoC 720.0 610.0 750.0 410.0 240.0 040.0 58 08 48 07 59 09 97 57

poohWwolS 740.0 520.0 590.0 420.0 050.0 240.0 09 98 98 57 99 49 88 28

neriS 430.0 220.0 870.0 910.0 540.0 140.0 98 48 98 57 89 39 58 28

oL/iH 020.0 310.0 240.0 110.0 240.0 930.0 68 18 68 17 39 88 28 97
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nroH )suounitnoC(nroHdnabdaorB enoT3-edoC )nrettaPlaropmeT14.3SISNA(zH005

lleB )taepeR/nO.ces7.0(detaludoMzH0561 poohWwolS )taepeR/ffO.ces5.0/nO0.4(peewSzH0021-005

nroHemiThcraM )taepeR/ffO.ces52.0/nO.ces52.0(nroH neriS )taepeR/nO.ces0.1(peewS0021-006

nroH3-edoC )nrettaPlaropmeT14.3SISNA(hnroH oL/iH )etanretlA/nO.ces52.0(zH008/0001

Series MT4-115-WH-VNS

All MT and MT4 strobe models for outdoor use are Listed for -31°F to 150°F (-35°C to 66°C) and maximum humidity of 95% RH.

#See mounting options pull out guide
in the last section of this binder.
X = Approved
* = Pending
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