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ZONE CABLING ENCLOSURES - DROP CEILING

A1222-PP Part
Number Description

Shipping
Weight
lb (kg)

A1222-PP 2’ x 2’ Ceiling Enclosure 38 (17.2)

13812-002 2’ x 2’ Ceiling Enclosure, Large Ports 39 (17.7)

A1024-PP 2’ x 4’ Ceiling Enclosure 43 (19.6)

A1224-PP 2’ x 4’ Ceiling Enclosure 45 (20.4)

13813-001 Ceiling Enclosure Fan Kit & Junction Box 3 (1.4)

Ceiling Enclosure For Patch Panels
Secure a consolidation point using 19” patch panels or other panel-mount
termination hardware. 
• A1222-PP provides a total of 5U with (3) brackets sized 2U - 1U - 2U; 

brackets mount on the door
• 13812-002 provides larger cable openings for Cat 6a; one 3-1/4” x 14-3/4” 

(82.6 mm x 374.7 mm) and one 6-1/4” x 6-7/8” (158.8 mm x 174.6 mm)
• A1024-PP provides a total of 5U with (3) brackets sized 2U - 1U - 2U; 

brackets mount on the door
• A1224-PP provides a total of 10U with (3) brackets sized 4U - 2U - 4U; 

brackets may be mounted on the door or the back of the enclosure
• Order #12-24 equipment mounting screws separately

A1224-LP
Part

Number Description
Shipping
Weight
lb (kg)

A1222-LP 2’ x 2’ Ceiling Enclosure 38 (17.2)

13812-003 2’ x 2’ Ceiling Enclosure, Large Ports 39 (17.7)

A1024-LP 2’ x 4’ Ceiling Enclosure 43 (19.6)

A1224-LP 2’ x 4’ Ceiling Enclosure 45 (20.4)

Ceiling Enclosure For Wiring Blocks
Secure a consolidation point using wiring blocks. Enclosures include removable
equipment mounting plates that can be match drilled to accommodate a wide
variety of wiring blocks.
• A1222-LP has (1) mounting plate, size 13-3/4”W x 19-1/2”L 

(349 mm x 495 mm) for (2) 300-pair 110D (without legs) style blocks or 
(1) 300-pair 110A (with legs) style blocks

• 13812-003 provides larger cable openings for Cat 6a; one 3-1/4” x 14-3/4” 
(82.6 mm x 374.7 mm) and one 6-1/4” x 6-7/8” (158.8 mmx 174.6 mm)

• A1024-LP has (1) mounting plate, 16”W x 22”L (406 mm x 559 mm) for (2) 
300-pair 110A (with legs) style blocks 

• A1224-LP has (2) mounting plates, size 13-3/4”W x 19-1/2”L (349 mm x 495
mm) for (4) 300-pair 110D (without legs) style blocks or (2) 300-pair 110A
(with legs) style blocks

Fan Kit & Junction Box, included with 13812-001, can be installed on either 
13812-002 or 13812-003 to better support active components.

13813-001


