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Surge Protective Devices

52000 Series Branch Panel Mounts
DESCRIPTION WO SURGE W/SURGE VOLTAGE RATING MODULE
COUNTER COUNTER
Single-Phase, 2-Wire & Ground 52120-M1 120V AC (12120
(1) B120-GN
Single-Phase, 3-Wire & Ground 52120-M2 52120-CM2 120240V AC (2) 2120
(Home Automation Model) (52120-M2H) (1) 8120-GN
3o WYE, 4-Wire & Ground 52120-M3 H2120-CM3 120208V AC (3) 2120
(Without Enclosure) (52120-B3) (1) 8120-GN
3o WYE (International), 52220-IM3 _ 2200380V AC (3) 2220
4 Wire & Ground (1) 8250-GN
Je Delta, 3-Wire & Ground 52240-DM3 240V AC (3) 2240
3o WYE, 4-Wire & Ground R2ZTT-M3 h22TT-CM3 2771480V AC (3) 2277
(1) 8320-GN
3o WYE, 4-Wire & Ground 52347-M3 E— 347600V AC 3) 2347
(1) 8385-GN
Je Delta, 3-Wire & Ground 52480-DM3 e 480V AC (3) 2480
Split Phase Delta, 4-Wire & Ground 52412-D53 _ 120240V AC (2) 2120 (120V) &
(1) 2412 (H-LEG)
Performance Specifications: 52000 Series
UL 1449 (2nd Ed) MAX. SURGE NOISE
IMPULSE (6kV/500A) CURRENT in KA REJECTION
CAT. NO. MCOV (Test w/Bx20ps wave)
L-N LG N-G LL L-N
52120-M1 160V AC 400 800 400 —_— 100 -20to 40 dB
(@5K-10MHz)
52120-M3 160V AC 400 800 400 800 100 -20 to 40 dB
52120-Cm2 (@5K-10MHz)
52120-M2H 1650V AC 400 800 400 800 100 EEDETE —ﬁéﬁl Pu?li?lz]l
@ 2
ggﬂﬁncgi:;nmms REEATURES 22120-M3 150V AC 400 a0 400 800 100 -20 to 40 dB
» For installation at branch panels for TALgit (k)
rotection in industrial & commercial ALV LN
acilitios 52220-1M3 250V AC 600 1200 | 600 1200 100 -20to -40 dB
*» Hybnd suppression circuitry (@5K-10MHz)
= Features AC sine wave fracking and 52240-DM3 L 600 100 -20 to 40 dB
redundant protection 250V AC {@5K-10MHz)
* Modular design allows easy 52277-M3 320VAC | 800 1800 | 800 | 1800 100 -20dB to -40 dB
fe b bl s e ol (@KW=
down the AC system 52347-M3 420V AC 900 900 100 -20 to 40 dB
« Real-ime diagnostics monitor power L-L:- 680 (@5K-10MHz)
& suppression status for each phase 52480-DM3 550V AC 1500 100 -20 to-40 dB
%da!lm-.'_use of optional Remote (@5K-10MHz)
pervisor
« Dry contacts for remote monitoring 52412-D83 L-L: 400 800 400 800 100 -20 to -40 dB
 Provides Normal Mode (phase to b (@i KNt
neutral) & Emcﬁm;jmfﬂﬁﬂeﬂv ".II? n:?:ﬂ_al o
groun r -config- =
red 3-phase AC systems Remote Supervisor
« "Seres connechon” (Kelvin/feed-
through) rated fﬂr|-1 Amps maxi- DESCRIPTION CAT. NO.
mum continuous line current usin i 3
B3 ANG Dot cies g Remote Supervisor 52000-R35
« Fuse pm’[e{:’[ign for each module All devices are UL Listed and CSA Certified.
* Housed in NEMA-12 case hinged
cover, surface or flush mountable ‘_5_/0-‘15 (2.0 mm)
TESTING & CODE COMPLIANCE A . =i
52000 Series - ’
= UL 1449 Listed 2nd Ed. (File =
#E-146315 — z 13.1 (332.7 mm) =
= CSA Certified (File #LR-54773) :;f; E| E [ e r
= Meets ANSIIEEE C62 41 and 62 45 . : ElEE = - "‘E E
requirements for Categories A, B, C i @ (o WOE +| | e | B «|E
- Backed by a Limited 10-Year 8l al 8 e s Y
Warranty | = = L
= || e — ¥
MATERIAL CHARACTERISTICS . ® @ 10.0 (254.0 mm)
Operating Temperature: -10°C to 60°C - ' - : - -
Storage Temperatire: -20°C to 85°C L )
¥
L
12.1 (307.3 mm) i
Cat. No. 52120

To leam more about Lewviton’s outstanding offening of devices visit our Website at: www leviton.com ....Building a Connected World
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