Description:

Channel Vision’s new water -proof bullet camera 1s versatile
enough for most residential and commercial surveillance
applications. This B&W camera measures shghtly over 2
inches long and includes a universal 360 " swivel mount and
3.6mm lens. The 5005 cam era provides over 420 lines of
resolution and works down to 0.05 lux making it the perfect
choice for internal. external and cov ert surveillance.

Fearures:

» Over 420 Lines Of Resolution

» 0.05 Lux Sensitivity

» 3.6mm Lens Included

» Power Supply Included

» Umversal Swivel Mount Included
» Miniature Size

» Versatile Design

~ Water Proof

» Reverse Polarity Power Input Protection
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Specifications:

Image Pick-Up Device
IV Svystem
No. of Pixels

Pixels Pitch
Scanning System

Sync Svstem
Eesolution

Lens Diameter
Minimal IHHlnmination
S5/ Ratfio

Gamma Characteristic
Video Ourtput

Electronic Shutter Timer

Lens Focal Length
Power Consumption
Operating Temperature
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137 CCD Area Sensor

EIA. CCIR

EIA =3512(H) x 492(V)

CCIR = 512(H) x 582(V)

EIA =0 6ul{H) x 7.5uM
CCIR = 9.6uM({H) x 6.3uM
EIA = 525 Lines, 60 Field/'Sec
CCIR = 625 Lines. 50 Field/Sec.
Internal Sync.

420 Lines

19mm

0.05LUX, £2.0

More Than 48dE

045

1.0-1.1 VP-P 7502

EIA = 1/60-1/50,000 Sec.
CCIE = 1/50-1/50.000 Sec.
Fixed 3.6mm (97)

DC 8-12WV / 100mA

-10% to +507 C RH 95% Max



