6125-B (Black) / 6125-S (Silver)

IR Night Vision Color Camera

» Compact appearance

» Power supply DC 12V

= Bracket adjustable for wall or ceiling

» 380 lines of horizontal resolution, 0.5 lux at
F/2.0, 3.6MM board lens

= 1/3-inch CCD approx. 250,920 pixels in EIA and
291,000 in CCIR

« With IR sensitive color CCD camera sees in the
dark for day and night monitoring up to 30 feet

* Camera Dimensions: 2-3/8" L x 2" Diameter

* |J-Bracket Dimensions: 2-1/8" Hx 2-1/8" W

6200

Single Gang Box Color Camera
= 6007 color camera inside
= Adjustable mount
= Clear acrylic with white decorative cover
» Fits into standard gang box

T-5.6
TFT 5.6" Monitor w/Mounting Stand
* Resolution 960 x 234 dots

» Reverse image option
= Control contrast, color picture, tint, bright

VB-1

The Video Balun kit, VB-1, enables the user to easily
distribute video signals and camera power via a
single Cat-5 wire. It has an 800°-1600° run capahility
and 1s comprised of two components — the powered
unit (VBST78-5P) and the unit placed at the camera
location (VBS78-PW).

VS-2 (VS-4 also available)

2-Input Surveillance Camera
Video Sequencer

* 2 monitors outputs

* Available in 4 way - V5-4

« BNC inputs and outputs

= Adjustable dwell time

VQ-4
4 Camera Input
* Quadrant or full picture viewing mode
= Auto Sequential Switching option
= Adjustable gain controls for each camera input
= \ideo/Quad out terminals

3108 Video Balun

* Converts composite video for transmission over
twisted pair wire
* Jses a BNC connection, Needs two per line

5104

= Microphone to add audio to camera
» Require separate 5019, cannot be combined
w/camera power

5109

* 3-Lens Pack (6, 8 & 12mm) for use with CV
cameras (excluding 5004, 5102 and 6002)
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W-Series
Web Camera Series

» Self-Contained HTTP Web Server providing Internet capability

* |P assignment via ARP / web page

* JAVA-base web page providing maximum platform compatibility

* Active-X control for Internet Explorer™ providing maximum performance
« Motion Detection / Date / Time / GPIO input for event trigger

* Email / FTP / Internal Buffer Storage / Relay Out for event action

* 3 layer User Security Control

* Remote upgradeable firmware and user content pages via FTP

» Server operating control through CGI base script easy for users to integrate
the application

» Green power, fan less, hardware watchdog providing robustness system in
critical environment
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Refer to wiring diagram on page 7 & 31
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