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Cost Effective Speakers for
Indoor and Outdoor Use

The 256AE. 30AE and 35AE paging speakers provide additional eco-
nomical paging coverage to existing Viking paging units (PA-2A, PA-
30, CPA-TB, HF-3W. M2W) or to any system with an 8 ohm output.
In outdoor, factory or warehouse environments, 25AE paging homs
are the best method of producing understandable sound. In these

environments the directional design allows the installer to focus the
sound cone down aisles and toward work areas.

Model 25AF .
In office and restaurant environ-

ments, it is best to distribute
sound more evenly. Ceiling
mounted 30AE or 35AE speak-
ers In close proximity offer the
best distribution and are cost
effective. The 3IS5AE speakers

Vil N G

Model J0AE also include a volume control. e -
Features Applications
25AE Paging Horn « Add additional speakers and coverage area
+ Adjustable base for easy mounting and to existing paging systems such as Viking's
directional adjustment S°'db¥ PA-2A, PA-O0, CPA-TB, HF-3W, M2W
« Compact design for out of the 'ﬁ-==ﬂﬂg + Add speakers to the DVA-2ZWA
« Designed to work with all of /i * ;
Snodiis W " WACommecom  phrone...715.386.8861

bittpa ey, TWADGmIm. com
Toll Free: (877) B92-2666

J0AE/35AE Ceiling Speakers pec'fff-catfﬁns

« Afttractive white gnll for flush mounting in

office ceilings Model Z0AE

. i ' Nominal Power: 12 watis
Mounting hardware included Impedance: B ohms

» Large permanent magnet Dimensions: 127mm (5") diameter

" Shipping Weight: 658 kg (1.5 lbs)
Excellent freque“':l'" response Environmental: 5% to 95% non-condensing numidity

« Designed to work with all of Viking's paging Frequency Response: 400 hz to 7000 Hz

products Model 30AE/35AE
* The 35AE includes a volume control NomiiEl Power: B:walls

Impedance: & chms

. " Dimensions: 224mm = 95mm (12,75 ¥ 375"
info@vikingelectronics.com Shipping Weight: 1.36 kg (2 Ibs)

ity : Environmental: 5% to 95% non-condansing humidity
http://www.vikingelectronics.com Frequency Response: 85 Hz to 15000 Hz




