IW601 In-Wall & IC602 In-Ceiling

Soprano Speakers

ARIA, also includes 6.5" in-wall and in-ceiling
Soprano Series custom installation speakers.
Engineered in the U.5., special attention has been
given to developing the crossover network and high
power handling capability to provide you true
steren, quality sound, and not simply background
music. Poly switch guarantees you won't blow your
tweeter. WE GUARANTEE IT!

List IC&602M (4-pair master pack) with [C602*
List IN60TM (4-pair master pack) with IWe01 *

*IC6508 or IW 658 Pre-construction brackets are
free in all master packs

D652

Dual Voice Coil Loudspeaker
Stereo Input “Si" loudspeakers deliver stergo sound
from a single speaker. They are ideal for balanced
coverage or for use in confined areas such as small
rooms, bathrooms and hallways.
* Dual Voice Coil woofer polypropylene cone with
rubber surround (Mo foam)
* Dual 1/2" fluid-cooled ultra-wide disparsion
Mylar tweeter
* Recommended amplifier power: 5W to 60W
* Frequency response: 55Hz-21kHz +/-3dB
» Sensitivity: 91dB for 2.83V pink noise
* 8-ohm impedance
« Dimensions: 9.5' diameter
* Hole cutout dimension: 8* in diameter
* Depth behind ceiling: 3-3/8' (based on 1/2*
drywall)
» Dual 14 AWG spring-loaded push terminals
» New construction brackets included

05610

6.5" Marine / Outdoor Speaker
Made with Polypropylene that has ultraviolet fade
protection, this speaker will maintain its color even
when used outdoors. Stainless steel and aluminum
parts give you years of reliable rust-free sound.
= 6.5 injected polypropylene woofer with butyl
rubber surround.
* 1' fluid-cooled silk tweeter with 120z maagnet
structure
* Frequency response: 60Hz-20kHz +/-3dB
* Recommended amplifier power: 10W to 150W
= Sensitivity; 90dEB for 2.83V pink noise
» All stainless steel hardware
= Aluminum grilles (2)
* Aluminum brackets (2)
* G-ohm impedance
* Dimensions (includes brackets and knobs): 13"
(H) x 9-7/8" (W) x 9* (D)
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« 6.5" High performance in-celling and in-wall Soprano
loudspeakers, IWG01 (in-wall) and IC602 (in-ceiling)

« 2nd Order Linkwitz-Riley erossover, 12dB per oclave with poly
switch for tweeler protection

« Tweeter: proprietary pivoling "pole piece" lechnology with 1*
voice coil menclosed, rare earth neodymium magnet, mylar dome

= Wooler: 6" Mica filled polypropylene, Bulyl rubber surround
with 18 oz magnet :

« Small perforated designer grille

« IR posilionable templale (for in-wall speaker)

« 20 walts RMS min, 120 watls peak (1C602)/150 wait peak
(IWE01), 90dB sensitivity 1W/1m

» 45Hz to 20KHz +/- 3B, 8 ohm nominal impedance

* Mounting template and paint shield included. rough in kit available
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