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Printing and Storage Instructions for LabelWare™ Labels

STORAGE INSTRUCTIONS AND SHELF LIFE

Card Stock Labels Self-Adhesive, Cable Self-Adhesive Card Stock Labels Self-Adhesive, Cable Self-Adhesive
Storage Instructions Keep wrapped until used Store between 50°Fand 77'F Storage Instructions Keep wrapped until used Store between 50°F and 77°F
to protect from moisture, (10°C and 25°C) to protect from moisture, (10°C and 25°C)
Shelf Life 2 years 2 years Shelf Life 2 years 2 years
Conditions Keep in dark conditions. Keep in dark conditions, Conditions Keep in dark conditions., Keep in dark condlitions.
Humidity Resistance Keep in cool, dry emvironments. 35% to 65% RH Humidity Resistance Keep in cool, dry environments. 35% to 65% RH
CALIBRATING THE PRINTER CALIBRATING THE PRINTER

Label Type Printer/Notes Label Type Printer/Notes

NOTE: Complete these steps prior to printing with MNOTE: Complete these steps prior to printing with

Wrap-Around Labels

Use laser printer only.

1. Remove the top of the sheet
as directed before feeding
into the printer.

2. Place the printed area of the
label onto the cable. Then
wrap the clear tail of the
label around the cable and
over the printed area. (This
will protect the writing on the
printed area.)

A Division of Leviton Manufacturing Co., Inc.
Technical Support: 800-824-3005
Fax: (425) 483-5270
www. levitonvoicedata.com

. Click “Print Calibration Page" button. This will

print a test page.

. Measure the dimensions as instructed on the

printer calibration test page.

. If your measurements for the test page differ

from the current settings in the Calibrate Printer
window then enter your measurements into the
Calibratation Printer window. Click the “0K"
button. If not, simply click the Cancel button.

NOTE: Changing the measurements in this window will

not change your printer, It adjusts the software
to properly print with the specific printer.

PRINTING AND USING LABELS

Use a printer with a straight and manual feed path.
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Wrap-Around Labels

Use |aser printer only.

1. Remove the top of the sheet
as directed before feeding
into the: printer.

2. Place the printed area of the
label onto the cable. Then
wrap the clear tail of the
label around the cable and
over the printed area. (This
will protect the writing on the
printed area.

A Division of Leviton Manufacturing Co..Inc.

Technical Support: 800-824-3005
Fax: (425) 483-5270
www.levitonvoicedata.com
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Card Stock Labels Use laser or inkjet printer. the LabelWare software. Card Stock Labels Use laser or inkjet printer. the LabelWare software.
Self-Adhesive Labels  Use laser printer only. . Within the LabelWare software, select *Calibrate SelfAdhesive Labels  Use laser printer only. . Within the LabelWare software, select “Calibrate
CahleSelfAdhesive Printer”, from the File menu. CableSelf-Adhesive Printer”, from the File menu.

. Click “Print Calibration Page” button. This will

print a test page.

. Measure the dimensions as instructed on the

printer calibration test page.

. If your measurements for the test page differ

from the current settings in the Calibrate Printer
window then enter your measurements into the
Calibratation Printer window. Click the "0QK”
button. If not, simply click the Cancel button,

NOTE: Changing the measurements in this window will

not change your printer. it adjusts the software
to properly print with the specific printer,

PRINTING AND USING LABELS

Use a printerwith a straight and manual feed path.
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