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DL1200—VOICE AND HIGH-SPEED DATA PROTECTED PATCH PANELS

Features

» UL Listed for Primary (497) and
Isolated Loop (497B) applications.

* Exceeds TIA/EIA Standards 568 and

798 for category Je performance.

* Solid-state protection provides the fastest
response to transient voltages
(1-5 nanoseconds) by quickly diverting
damaging surges to ground.

+ Use between buildings in a campus
environment as a building entrance
protector or in hostile industrial
applications as an isolated loop
protector.

Technical Specifications

« Lifetime Product Warrantv—This

12-ports, with replaceable 4-port modules
110 punch-down input to EJ45 output

Single-height rack mountable chassis

(1U)

surge protector shall be free of any
defects in design, materials, or
workmanship, or [TW Linx will repair
or replace the defective product.

$5.000 Connected Equipment
Warranty—This ITW Linx product
will protect vour equipment or we will
repair or replace it up to $50,000!

Jesigns and specifications are subject i change without notice due to product improvement
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Ordering Information N
ITW Linx Clamplng Applica
Part Number Description Voltage . Work
DL1200 Pratects high-performance Category Se Outside Plant Cables as well as 16 Valts Etﬂﬂ.

Category Se UTF cables for LAN/Data applications (110 In / R]-45 Out). s Ca u.;f__.
DL1200-75 Pratects high-performance Category e Outside Plant Cables as well as 75 Volts * Acce '
Category Se UTF cables for Voice/LAN/Data applications (110 In / R]-45 Out). ontr
DL1200-235 Protects high-performance Category Se Outside Plant Cables as well as 235 Volts * A ‘
Category De UTF cables for Voice applications (110 In / EJ-45 Out). o [Ne ?
DL1200-RC-16  4-port replacement module for DL1200 16 Valts
DL1200-RC-75  4-port replacement module for DL1200-T5 75 Volts
DL1200-RC-235  4-port replacement module for DL1200-235 235 Volts
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