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Dimensions D3204 Multizone Controller/Dimmer

APPLICATION

Leviton's 03204 Zone Controller/Dimmer provides advancad,
multipoint scene control for commerdal and high-end residential
lighting applications. The D3204 is a self-contained unit that can be
used to control—at one time from the front panel—up to four zones of
lighting in a room or group of rooms via a series of pushbuttons and
“wizard” menus. The D3204 accommaodates a host of custormnizable
settings, and features a learning infrared receiver for use with a
handheld remote control. Although the unit will often be used as part
of a comprehensive D3200 dimming systemn attached via a
communication bus, it may also be used solely as a dmmer attached
to four loads.

OPERATION
The D3204 can function in two

ways: One, as a self-contained
dimmmer for loads directly

attached to it and two, as a «
control unit for other devices
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(which it can also power) ‘
attached to the Leviton Control
Network (LCnet) communication
bus. A series of intuitive wizards
displayed on the unit's LCD
simplifies the user interface. A
number of pushbuttons guide
the user through the wizards,
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which can be used to program
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the Zone Controller—as can
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Leviton software.
The controller is designed to be Cat No. D3204

customized on the job site in
minutes with zone and scene names such as “Chandelier”
“Presentation,” and so on. During regular use, the name appears on
the LCD along with the date and time as soon as a scene is chosen.
If the zone is local to the Zone Controller, the zone number appears
above the LED column indicating each zone's brightness level. The
‘W for auxiliary will light up to indicate that the zone is controlling an
auxiliary device that is wired to the LCnet but not directly to the
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Zone Controller. During adjustment, the LCD displays the exact zone
light level so that repeatable settings can be achieved. The 03204
provides eight different scene buttons; the active scene button will
remain lit. Once scenes are programmed, any zone may be individually
dimmed or brightened without affecting the rest of the scene. A
nurmber of other helpful pushbuttons round out the fundionality:
group dim, group brighten, maximum brightness, and off.
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