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Blue Line Fax Server PRI
Technical specifications, functions,
technical standards and assortment
Maine s 7.5 Volt AC 2A max/0,55A LA ) 144001 2000/ 6 00200
siiis Sappihy current via adapter V.24 GEOOIT200ARO0
Ambient Temperature 0 to 40°C V2T ter 48002400
Humidity 10%-90% (Mon Condensing) Compression methiod Modified Huffmamn
Nl G711 A-Law 8000
EU Emissions EN5S5022 (mono without compression)
EL Immumnity EMS5024
Dimensions (LWH) 26 cm /19 cm /6 cm
Weight 1200 grams

Maims Supply Spedal

Loudspeaker mono output ooy

0,1 Watt at 160 3,.5mm mini jack

Miocophone sterec/dual

maono input 2004 at 10K0O St il ek =

Ethemet 10BASE-TMOIBASE-TX RU45 UTP

Serial 10 port (R5232) Mini-DIM 9pin DTE
Lime to PARX R4S

Lime 1o network RU45

=L

PSEIVET LI SO Microsaft Windows 98 / 2000 / XP
Fax Server Aocess Software Citrie and Terminal Server

Fax Server Manager Software FRTE S L
Fax Sarver PRI, 4 channels, 1 million pages 1910
Fax Server PRI, 4 channels, 1 million pages, D backup 1911
Fax Server PRI, 8 channels, 1 million pages 1912
Fax Server PRI, 8 channels, 1 million pages, O backup 1913
Fax Server PRI, 16 channels, 2 million pages 1914
Fax Server PRI, 16 chanmels, 2 million pages, C0 badkup 1915
d-channel upgrade kit{(4 =8  8=12 / 12 = 15) 1916
Fax Recording option for all models 1920

Other models of fax server

In addition to the Fax Server PRI, a fax server for analogue
lines is also available. A fax server for 1SDMN2 (basic rate)
will be launched in the course of 2005. These devices
are software compatible so that combinations can be put
together for multiple telephone systems and sites.
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