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SPECIFICATIONS

Plug Housing
& Environmental
* Ingress Protection: P47 and IP&6 (dust/water).
* Corrosion: Resistant to most common chemicals, ocils and
cleaning agents.
* HI-IMPACT™ Housing: UV resistant.
* HI-IMPACT™ Housing Temperature Range: TIA/EIA-568-B
-25°C to 70°C
& Mechanical
* Vibration
- Frequency mnge: 10-500Hz.
- Acceleration: 5qg (operational).
* Mating oycles: 750 minimum.
* UL 1863 compliant.
& Material
* Connector housing: Valoxs, UL 94V-0.

Plug Construction
& Mechanical
* Cable to plug tensile strength: 20+ lbs.
& Material
* Plug body: Polycarbonate UL 94V-0.
* Contact: High strength copper alloy.
* Plating: 50 micro-inch Gold over 100 micra-inch nickel
under plating.
Cable Construction
* Conductor: 24AWG.
* Dielectric: Polyethylene.
* Inner jacket: PVC.
* Quter jacket: PVC, nom. dia. 0.256".
* Operafing femperature: -40°C to 75°C.
& Electrical
* ANSI/TIA/EIA-568-B.2 (Category 5e).
* Supports TIA-1005 Industrial Telecommunications
Infrastructure.

» Supports [EEE B02.3af to 4 times the DTE Power specification.

* Exceeds IEEE 802.3ab Gigabit specificationto < 1 * 1013,

Tol Fres: (877) 882-2850

Available in both pre-assembled and field terminable ver-
sions, the HI-IMPACT™ Patch Cords deliver the superior
transmission performance your network needs. Packaged in
a durable HI-IMPACT ™ shell to provide the ultimate protec-
tion your harsh environment demands.

The Category 5e field termination kit provides the versatil-
ity to make custom configurations in the field to exactly suit
your application or retrofit existing connections. Designed
to work with (HIPC100) patch cable, these Category 5e field
termination connectors provide IP67 protection in a simple,
easy-to-use package.

Hubbell's HI-IMPACT ™ system is more than just a connec-
tion. It is a complete end-to-end communications solution
designed to solve problems in the most punishing to the
least severe environments.

APPLICATIONS

® Use in applications with demanding environments such as
manufaciuring, marinas, paper mills, pharmaceutical, utility
companies, refinement and waste treatment facilities to protect

APPROVALS

B UL/cUL Listed.

network connections to IP devices.
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