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Candelabra Sockets
With Outer Threaded Body

Molded plastic body with a special locking feature to prevent body halves from twisting out of alignment.
Standard leads are 4 1/2" No. 18 AWG 105°C AWM-TEW plastic insulated wire with 3/4" stripping. Sockets

can be supplied with various hickeys, brackets and lead lengths. They can also be supplied wired together in
hamess sets.

Choice of brass or plastic finishing nuts (see following page).
Standard pack: bulk

Cat. Nos. 10032 & 10032-200

« 75W-125V + UL Listed E-13400 + CSA Certified LR-1863

Harness Sets

Cat. No. 31239 500 of Cat. No. 10032 or Cat. No. 10032-200 sockets on a spool, prewired per customer
center-to-center specifications. Choice of 18 ga. SPT-1 or 18 ga. 105°C AWM-TEW plastic insulated wire.

To order, please specify:

1. Style of socket, 10032 or 10032-200.
2. Center-to-center distance between sockets (2" minimum).

3. Wire type and color.
4. Style of finishing nut.

NOTE: With #18-2 SPT-1, maximum
number of sockets per application is 16;
with #18 ga. 105°C AWM-TEW plastic
insulated wire, maximum number of
sockets per application is 10.

*Available with various hickeys and
brackets.

TAvailable in harness sets of two or

Harness Sets' Harness Sets’ more sockets. Minimum center-to-
center distance is 2" (50.8).

13M6"-20 UNEF THREAD DIMEMNSIONS SUGGESTED PAMNEL OPEMNING
10032 100032-200
- ! ACROSS 0.722 (18.34)
F =1 ¢ =28 Tl FLATS | 0.728(18.49)
o4 S = |la
: e —— = : F )
—| = : = pois
3 8|S
“ e _I_ “': :—;
S O 3l
S s
, (5]
] " % 1
@ 0.72 (18.2) @ 1.0 {25.4)

B To learn maore about Leviton's outstanding offering of davices, visit our Website at: http:/Ywwwlevwiton.com ... Building A Connected World




