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®
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Industry's First and Only

TIA/EIA-568-B.3

Compliant Fiber Crimp

Connector for Long-Term

Reliability.

Patented 2QUICK® Flat
Fiber Crimp Technology.

FEATURES

Quuick, easy installation.

MNo adhesives required.

High quality zirconia PC ferrule.

200 micron and 3mm cable applictions.

Telcordia-style strain and relief boot.

SPECIFICATIONS

Operating temperature: 0-60°C.

Materials

- Connector ferrule: Zirconia ceramic.
- Connecter body/nut: Nickel plated brass/zinc

or polymer.

- Crimp insert/crimp tube: MNickel-plated

brass/thermoplastic elastomer polymer.
- Dust cap: Nylon or PYC.
- Strain relief boot: Flame retardant

(UL-Rated 94-VO) polymer.
High quality zirconia PC ferrule.

200 micron and 3mm cable applications®.

* For 3mm cables, use OFPCREM or OFPCRES crimp ring/haat lats.
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HUBBELL
2 Crimp-Style Connectors

\

\ \
Hubbell's 2QUICK® SC and ST-style connectors install in minutes. The
2QUICK® connectors crimp easily on to 200 micron buffered fiber
with a HPW hand tool. The fiber is then cleaved and the ferrule tip pol-
ished to produce a premium quality fiber connection. The 2QUICK®
Connector system eliminates the need for adhesives and expensive cur-
ing ovens and provides a reliable fiber optic connection. No epoxy or
adhesives required.

A separate crimp ring and boot kit is available to terminate 3mm jack-
eted cables if required.
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APPLICATIONS SUPPORTED

Intra-building Backbone LAN cross connects.
Local and Wide Area Metworks.

Data transmission.

Video systems.

Process control links.



