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RIM-600 SENSORS

Room Temperature Sensors
• Humidity: 5% to 90  % RH
• Sensor type: solid state IC
• Accuracy: ± 3°
• Connection: RJ-45
• Housing: white plastic
• Mounting: wall, flat surface or 

single-gang box
• Indoor use only
• Display: digital, two-digit (select models)

Part
Number Description

Shipping
Weight
lb (kg)

60010-001 Range 5°F to 122°F, No Display 1 (0.5)

60010-002 Range -15°C to 50°C, No Display 1 (0.5)

60011-001 Range 32°F to 95°F, With Display 1 (0.5)

60013-001 Range 0°C to 50°C, With Display 1 (0.5)

Miniature Temperature Sensor
• Humidity: 5% to 90% RH
• Sensor type: solid state IC
• Available preset to °F or °C
• Accuracy: ± 3°
• Connection: RJ-45, includes attached   

7’L (2.1 m) cable  
• Housing: black plastic
• Mounting: flat surface
• Size: 1.4”H x 2.2”W x .6”D (36 mm x 56 mm x 15 mm)
• Indoor use only, no display

Part
Number Description

Shipping
Weight
lb (kg)

60012-007 Range 5°F to 140°F 1 (0.5)

60012-057 Range -15°C to 60°C 1 (0.5)

Note: Use bracket 60075-710 for rack-mounting.
60011-001 shown

Humidity Sensor
• Range of measurement: 0-100% RH
• Temperature: 32°F to 122°F (0°C to 50°C)
• Accuracy: ± 5%
• Connector: RJ-45
• Housing: white plastic
• Mounting: wall, flat surface 
• Indoor use only, no display
Humidity Sensor, With Display
• Range of measurement: 5-95% RH
• Temperature: 32°F to 158°F (0°C to 70°C)
• Accuracy: ± 3%
• Connector: RJ-45
• Housing: white plastic
• Mounting: wall, flat surface or single-gang box
• Indoor use only
• Display: digital, two-digit

Part
Number Description

Shipping
Weight
lb (kg)

60030-001 Humidity Sensor, No Display 1 (0.5)

60031-001 Humidity Sensor with Display 1 (0.5)

Note: Use bracket 60075-710 for rack-mounting.

60031-001 shown

Water Detection Sensor
• Sensing method: conductivity
• Sensor: polymer core cable with sensing

wire, 10’L (3 m)
• Connector: RJ-45 (daisy chain up to three

sensors running off of (1) RIM-600 port)
• Housing: black plastic with mounting ears
Water Detection Rope, 10’L (3 m)
• Extend the reach of the water detection 

sensor
• Add up to 10 ropes, 100’ (30.5 m) in-line with 

each Water Detection Sensor

Part
Number

Description
Length
ft (m)

Shipping
Weight
lb (kg)

60032-010 Water Detection Sensor with 
10 (3) Water Detection Rope 1 (0.5)

60072-001 Additional 10 (3) Water 
Detection Rope 1 (0.5)

Note: Use panel 60075-720 for rack-mounting.


