
▲ Supports telecom distribution
via RJ45 modular jack
connections and video
distribution to room outlets.

▲ Features a security system
interface jack for line seizure in
the event of an emergency.

▲ Modular RJ45 design allows for
easy reconfiguration of
telephone or data room
outlets.

▲ 8x8 Enhanced Combo Module, Security –
Part Number 364400-13

Basic Combo Modules

Advanced Combo Modules
▲ Supports telecom surge

protection, additional telecom
outlets, and security interface
via RJ-31x functionality.

▲ Supports telecom distribution
110-style punchdown
connections and video
distribution to room outlets.

▲ 6x4 Advanced Combo Module
– Part Number 364400-07

▲ 6x6 Advanced Combo Module –
Part Number 364400-09

▲ 6x8 Advanced Combo Module –
Part Number 364400-12

TelecomNo. No. Security
SurgeTelecom Video

Telecom
System

Protection
Telecom Enclosure

Outlets Outlets
Connections

Interface
Support

Expansion

6x4 Basic Combo Module 6 4 110 punchdown No No No N/A
9x6 Basic Combo Module, Security 9 6 110 punchdown Yes No No N/A
11x8 Basic Combo Module 11 8 110 punchdown No No No N/A
6x4 Advanced Combo Module 6 4 110 punchdown Yes Yes Yes N/A
6x6 Advanced Combo Module 6 6 110 punchdown Yes Yes Yes N/A
6x8 Advanced Combo Module 6 8 110 punchdown Yes Yes Yes N/A
8x8 Enhanced Combo Module, Security 8 8 RJ45 Jacks Yes No No N/A

6x4 Basic Value Combo Kit 6 4 110 punchdown No No No 12”
9x6 Basic Value Combo Kit, Security 9 6 110 punchdown Yes No No 12”
6x6 Advanced Value Combo Kit 6 6 110 punchdown Yes Yes Yes 12”
8x8 Enhanced Value Combo Kit, Security 8 8 RJ45 Jacks Yes No No 12”

▲ Supports telecom distribution
via 110-style punchdown
connections and video
distribution to room outlets.

▲ The 9x6 Basic Combo Module
includes a security system
interface jack for line seizure
in the event of an emergency.

▲ 6x4 Basic Combo Module –
Part Number 364400-04

▲ 9x6 Basic Combo Module, Security –
Part Number 364400-05

▲ 11x8 Basic Combo Module –
Part Number 364400-10

OnQ New Products

Product Feature Comparison — Combo Modules and Combo Kits

Value Combo Kits

▲ Kit features a Combo Module
and 12” enclosure, which
supports additional OnQ
modules for system expansion.

▲ Combo Module supports
telecom and video
distribution to room outlets.

▲ Combo Modules with security
support a security system
interface for line seizure.

▲ 6x4 Basic Value Combo Kit –
Part Number 364495-01

▲ 9x6 Basic Value Combo Kit, Security –
Part Number 364495-02

▲ 6x6 Advanced Value Combo Kit –
Part Number 364495-05

▲ 8x8 Enhanced Value Combo Kit, Security –
Part Number 364495-06
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OnQ Security Controller Mounting Plates
▲ Support the integration of security system with structured

wiring by allowing security system controllers and expansion
modules to be mounted in OnQ Premium Enclosures 
(14", 28", 42").

▲ Paradox Controller Mounting Plate – Part Number 364637-01
▲ Paradox Expansion Module Mounting Plate –

Part Number 364638-01

▲ Bosch 9000 Series Controller Mounting Plate –
Part Number 364639-01

▲ Bosch 2000 & 6000 Series Controller Mounting Plate –
Part Number 364640-01

▲ Ademco Half Width Mounting Plate – Part Number 364379-08
▲ Ademco Universal Expansion Plate – Part Number 364433-01
▲ Ademco Universal Controller Mounting Plate – 

Part Number 364453-01

▲ Designed specifically for
distributed audio installations

▲ High-efficiency mica fiber woofers
and mylar tweeters for excellent
sound quality and even, smooth
frequency response

▲ Impedance – 8 Ohms
▲ Power Handling (peak) – 

100W (6.5"); 150W (8")
▲ Efficiency– 90dB
▲ Frequency Response : 60Hz-20KHz (6.5"); 50Hz-20KHz (8")
▲ 6.5" In-Ceiling Speakers (pair) – Part Number 364654-02
▲ 8" In-Ceiling Speakers (pair) – Part Number 364655-02
▲ 6.5" In-Wall Speakers (pair) – Part Number 364656-02
▲ 8" In-Wall Speakers (pair) – Part Number 364657-02
▲ 6.5" In-Ceiling Dual Voice Coil Speaker (ea.) – 

Part Number 364658-01
▲ 5.25" Outdoor Speakers (pair) – Part Number 364659-02

OnQ New Products – Coming 2004

OnQ Blue Line Series 
Multi-Room Audio Speakers

▲ Optimized for the demands of
home theater sound

▲ Features poly woofers for high
power handling and moisture-
resistant UFLC tweeters for
excellent sound quality and even,
smooth frequency response

▲ Impedance – 8 Ohms 
▲ Power Handling (peak) – 

150W (6.5"); 200W (8")
▲ Efficiency – 87 dB
▲ Frequency Response: 60Hz-20KHz (6.5"); 50Hz-20KHz (8")
▲ 6.5" In-Ceiling Speaker (ea.) – Part Number 364660-01
▲ 8" In-Ceiling Speaker (ea.) – Part Number 364661-01
▲ 6.5" In-Wall Speaker (ea.) – Part Number 364662-01
▲ 8" In-Wall Speaker (ea.) – Part Number 364663-01
▲ 10" Subwoofer, 150W (ea.) – Part Number 364664-01

OnQ Blue Line Series 
Home Theater Speakers

▲ Ultra premium speakers for high-
end home theater and high-
quality distributed audio systems

▲ Glass fiber woofers provide high
power handling with premium
sound quality

▲ Swiveling aluminum tweeters
produce smooth frequency
response and support directional
output for easy sound customization based on room layout

▲ Three position adjustable tweeter output level provides
brightness control

▲ 1⁄2" IR Target Knockout behind grill
▲ Advanced Crossover for optimal frequency distribution
▲ High-performance speaker wire connectors
▲ Impedance – 8 Ohms
▲ Power Handling (peak) – 200W (6.5"); 250W (8")
▲ Efficiency – 85 dB
▲ Frequency Response: 55Hz-20KHz (6.5"); 45Hz-20KHz (8")
▲ 6.5" In-Ceiling Speaker (ea.) – Part Number 364665-01
▲ 8" In-Ceiling Speaker (ea.) – Part Number 364666-01
▲ 6.5" In-Wall Speaker (ea.) – Part Number 364667-01
▲ 8" In-Wall Speaker (ea.) – Part Number 364668-01
▲ 6.5" In-Ceiling Dual Voice Coil Speaker (ea.) – 

Part Number 364669-01
▲ 6.5" Outdoor Speaker (ea.) – Part Number 364670-02

OnQ Gold Line Series Audio Speakers OnQ Speaker Pre-Construction Brackets
▲ Exclusive "EZ-Align" System

allows continual adjustment
during installation

▲ Integrated wire management
▲ Adjustable wings for 16" or

24" on-center stud
construction

▲ Non-breakable aluminum wings accommodate weather
temperature extremes

▲ 6.5" In-Ceiling Pre-Construction Bracket Kit – 
Part Number 364672-02

▲ 8" In-Ceiling Pre-Construction Bracket Kit – 
Part Number 364673-02

▲ 6.5" In-Wall Pre-Construction Bracket Kit – 
Part Number 364674-02

▲ 8" In-Wall Pre-Construction Bracket Kit – 
Part Number 364675-02

OnQ Technologies Inc.
301 Fulling Mill Road, Suite G
Middletown, PA 17057
1-800-321-2343
www.onqtech.com

OnQ and the OnQ design are registered trademarks of The Whitaker Corporation used under license to OnQ Technologies, Inc.
Paradox, Bosch, and Ademco are trademarks of their respective owners. 

Specifications subject to change. Consult OnQ Technologies for latest specifications.
©Copyright 2003 by OnQ Technologies, Inc. All Rights Reserved.
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