@“” UL Listed, CSA Certified

Catalog Number

Fittings Cover Only Base & Cover Color

Internal Elbow PL1IE PL1IEBC Office

FuII. capacity 1% in. bend gi. ?217 ((gg-gg; /gi' ?217 ((23-;2)) White

radius internal elbow. G 251" (63.75) C. 2.51" (63.75)

External Elbow PL1EE PL1EEBC Office

FuII_ capacity 1%4 in. bend g:. ?gg %gSég)Z) g:' ?2(75 83852)2) White

radius external elbow. C:5.06" (128.52)  C:5.06" (128.52)

Flat Elbow PL1FE PL1FEBC Office

FuII_ capacity 1% in. bend g:. glg gl -82; gi. 2113 gl -82)) White

radius flat elbow. C:1.11" (28.19) C:1.11" (28.19)

Tee PLITC PL1ITCBC Office

FuII_ capacity 1% in. bend g:. ‘3112 ((18(2)06613)5) gi_ gzg %(2)06(15;5) White

radius tee. C: 1.11" (28.19) C: 1.11" (28.19)

Splice Cover PL1SC Office

For covering potential openings e ‘*-z. A 1.12: (28.45) White

where two lengths of raceway e ( I g 151_’? gg?g

come together. AR B o '

Safety Strap PL1SS Office

For preventing potential \Q A:0.62" (15.75) White

tampering with PL1 LANTrak 4 g{ ??2 (222?

cover. Can also be used as a +1.12%(28.49)

splice cover.

End Cap PL1EC Office

For closing end of raceway. ‘ gi 128 ggé?; White
} C: 1.04" (26.42)

Conduit Adapter/Ceiling Fitting PLP1CACF Office

A:2.29" (68.17) White
B: 3.31" (84.07)
C: 3.90" (99.06)

For connecting conduit to
raceway. Also use for ceiling
feeds. Has combination %2 in.,
% in. and 1 in. trade size KOs.
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